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BOOK 5513

T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

THAINS

The following field notes describe the dependent resurvey of a
portion of the west boundary and the subdivisional 1ines, and the
subdivision of sections B, 8 and 18 and metes-and-bounds surveys
inh sections 3, 5, 7, 8, 9, 17 and 18, Township 20 North, Range 27
East, Gila and Salt River Meridian, Arizona.

The Fifth Standard Parallel North through Range 27 East, and the
south and west boundaries were surveyed by Frank Follman in 1882.
The Fifth Standard Parailel North through Range 28 East and the
east boundary were surveyed by W. R. Fitzgerald in 1882. The
subdivisional lines were surveyed by Frank Follman in 1883. The
Fifth Standard Parallel Nerth through Range 28 East was
resurveyed and retraced by Willjam Strover in 1910. The Fifth
Standard Parallel North through Range 28 East was dependently
resurveyed by William P. Carpender and Stephen J. Malloy in 1987-
94. The Fifth Standard Parallel Herth through Range 27 East was
dependent iy resurveyed concurrently under Group No. 685 by
William P. Carpender and Darren R. Breckenridge in 1588-94.

The survey was executed in accordance with the specifications as
set forth in the Manual of Surveying Instructions, 1973, and the
Special Instructions dated January 12, 1987, and the Supplemental
Special Instructions dated February 29, 1988 for Group No. 686,
Arizona.

Preliminary to the resurvey, the lines of the original survey
were retraced and search was made for all corners and other calls
of the record. Identified corners were remonumented in their
original positions; lost corners were restored and monumented at
proportionate positions based on the original record. The
retracement data were thoroughly verified and only the true line
field notes are given herein.

The directions of all lines were determined by the technique of
static differential positioning using Ashtech models M-XII and
MS-XII geodetic units, confirmed by direct hour angle
observations on the sun, and refer to the true meridian.

H Distances and angles were measured with a Pentex PTS 3, total
station instrument.

The geographic position of the corner of Tps. 19 and 20 N., Rgs.
27 and 28 E., was determined by the technique of static
differential positioning using Ashtech models M-XII and MS-XII
geodetic units. U. S. Coast and Geodetic Survey triangulation
stations "BEACON 54B ECC 1936" AND "DEAD 1936", were used as the
control stations. The coordinates refer to the top of the
monument and are as follows.

Latitude 35°04753.443" N. Longitude 109°25701.279" ¥W. NAD27

Form 96(3:0-10a (November 987) USIDI-BLM FIELD NOTE PAPER



BOOK 5517%

T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAENS

The mean magnetic deciination, as taken from the quadrangle map
CHAMBERS ARIZ. Pubiished 1in 1971 by the U. 5. G=ological Survey,
is 13 1/2° E.

Dependent Resurvey of a Portion of the West Boundary,
T. 20 N., R, 27 E., Gila and Salt River Meridian, Arizona

Restoring the survey executed by
Frank Follman, in 1882

Beginning at the cor. of secs. 1, 6, 7 and 12 on the W, bdy. of
the Tp., menumented with a stainless steel post, 2 1/2 ins.
diam., firmly set, projecting 4 ins. above ground, with brass cap
mkd, T20N R26E R27E S1 S6 7 S12 1988, as described in the field
note record of the dependent resurvey of a portion of the E.
bdy., T. 20 N., R. 26 E., executed concurrently under this same
group.

N. 0°09’ E., bet. secs. 1 and &.
Over rolling Tand

39.88 The 1/4 sec. cor. of secs. 1 and 6, reestablished by Lacy Camp
Greer, Arizona Registered Land Surveyor No. 5704, monumented
with an iron post 2 1/2 ins. diam., 24 ins. long, firmly set 13
ins. in the ground, with brass cap mkd. RLS 5704 T20N RZ6E R27E
1/4 81 86 1971. This 1is accepted as a careful and faithful
reestablishment of the original cor. position.

Al the cor., point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

TZON
R26E R27E
1/4
S1 I 56
1993

Bury the iron post alongside the stainless steel post.

Deposit a magnet in a plastic case beneath the stainless steel
post.

Set a steel fence post alongside the cor.

Farm $500-10a {November 1987) USDI-BLM FIELD NOTE PAPER



5 ROOK 5513

Dependent Resurvey of a Portion of the West Boundary,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAIMS
Cor. is located in fence, bears N, and S.
N. 0°09' E., baginning new measursment.
Over rolling Tand.
41.78 Intersect the Fifth Stan. Parallel North, point for the closing

cor. of Tps. 20 M., Rs. 26 and 27 E.

Set a stainless steel post, 28 ins, long, 2 1/2 ins. diam., 24
ins. 1in the ground, with brass cap mkd.

T21N RZ7E
831

sS11s86

R26E | RZTE
cc
T20N
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.

From this cor. point, the original closing cor., bears

N. 0°09 *E., 0.37 chs. dist, monumented with & sandstone, 28 x 13
x 9, Firmly set 19 in. in the ground, mkd. with 6 grooves on the
E. face, 6 grooves on the W. face and CC on the N. face.

Add the marks AM to the sandstone and bury & ins. below the
ground 1in place.

From this same cor. point, the stan. 1/4 sec. cor. of sec. 31,
T. 21 N., R. 27 E., bears 5. 88° 21* E., 19.01 chs. dist.,
monumented with a stainless steel post, 2 1/2 ins. diam., firmly
set, projecting 5 ins. above the ground, with brass cap mkd. SC
TZ21N R27E 1/4 S31 1988, with a steel fence post alongside the
cor.

from which the bearing trees mkd. in 1988-94

A juniper, 11 ins. diam., bears N. 30 1/2° E.,
162 1ks. dist., mkd. X BT.

A juniper, 8 ins. diam., bears N. 39° W.,
203 1ks. dist., mkd. 1/4 $31 SC BT.

Farm 9600-10a (November 1987) USDH-BLM FIELD NOTE PAPER



8 NoOK 5513

Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS

Restoring the survey executed by
Frank Follman, 1in 1883

From the cor. of secs. 1, 2, 35 and 36 on the S. bdy. of the Tp.,
monumented with a stainless steel post, 2 1/2 ins. diam., firmly
set, projecting 4 ins. above ground, with brass cap mkd. T20N
R27E 81 82 S35 S36 T19N 1988, as described and witnessed in the
field note record of the dependent resurvey of the N. bdv.,

T. 19 N., R. 27 E., executed concurrently under this same group.

M. 0°437 £., bhet. secs. 35 and 36.
Over rolling land

d41.26 Point for the 1/4 sec. cor. of secs. 35 and 36, at proportionate
dist.: there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with hrass cap mkd.

T20N R27E
1/4
S35 | $35
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.
80.50 Fence, bears ENE. and WSW.

82.52 The cor. of secs. 2B, 26, 35 and 36, monumented with a juniper
post, 33 1ins. long, 3 ins. square, lying loose on the ground,
mkd, with 1 notch on a face, 1 notch on adjoining face and IA on
opposite face, with a spike set below surface of ground. This
position is accepted as the best available evidence of the
original corner.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd,

T20N R27E
$26 | S25

835 | 836
1993

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER



7 BIOK 53513

Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS
Deposit a magnet in a white plastic case beneath the stainless
steel post.
Bury the juniper post alongside the stainless steel post.
Set a steel fence post alongside the cor.
From the cor. of secs. 25, 30, 31 and 36, on the E. bdy. of the
Tp., monumented with a stainless steel post, 2 1/2 ins. diam.,
firmly set, projecting 4 ins. above the ground, with the brass
cap mkd. T20N R27E R28E 525 S30 S31 $36 1988, as described in the
field note record of the dependent resurvey of the W. bdy.,
T. 20 N., R. 28 E., executed concurrently under this same group.
N. 87°10"F W., bet. secs. 25 and 36.
Over rolling land.

40.96 Point for the 1/4 sec. cor. of secs. 25 and 36, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.
T20N RZ7E
825
1/4 —
236
1993
Deposit a magnet in a white plastic case beneath the stainless
stee] post.
Cor. is located 2.2 chs. S. of fence, bears ENE. and WSW.
Set a steel fence post alongside the cor.
21.91 The cor. of secs. 25, 26, 35 and 36.
N. 0°13* W., bet. secs. 25 and Z26.
Over rolling tand.
1.60 Dirt road, bears E. and W.

40.21 The 1/4 sec. cor. of secs. 25 and 26, monumented with a juniper
post, 38 ins. long, 4 in. square, lying loose on ground,
partially mkd. with a 1 and part of a 4 on a face, with
fragmented remains of a sandstone at base.

Form 9600-10a {(November 1987 USDI-BLM #ELD NOTE PAPER



BOOK 5513

Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Sait River Meridian, Arizona

CHAINS

At the cor. point

Set a stainiess steel post, 28 ins. long, 2 1/2 1ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N RZ7E
1/4
826 I 325
1923

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Bury the juniper post alongside the stainless steel post.

Set a steel fence post alongside the cor.

N. 1°28" E., bheginning new measurement.
Over rolling land.

40.09 Point for the cor. of secs. 23, 24, 25, and 26, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. Tong, 2 1/2 1ins. diam., 24
ins. in the ground, with brass cap mkd,

TZON R27E

S23 i 824

s26 | s25
1993

Deposit a maginet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.

From the cor. of secs. 18, 24, 25 and 30, on the E. bdy. of the
Tp.. monumented with a stainless steel post, 2 1/2 ins. diam.,
Firmly set, projecting 4 ins. above the ground, with the brass
cap mkd., T20N R27E R2BE $19 S24 S25 830 1988, as described and
witnessed in the field note record of the dependent resurvey of
the W. hdy., T. 20 N., R. 28 E., executed concurrently under this
same group.

N. 87°05%' W., bet. secs. 24 and 25.

Over rolling land.

Farm 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Sait River Meridian, Arizona

CHAINS
40.64 Point for the 1/4 sec. cor., of secs, 24 and 25, at proportionate
dist.; there is no remaining evidence of the original cor.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd,
T20N R27E
824
1/4 —
825
1993
Deposit a magnet in a white nlastic case beneath the stainless
steel post.
Set a steel fence post alongside the cor.
81.28 The cor. of secs. 23, 24, 25 and 26.
N. 0°10" W., bet. secs. 23 and 24.
Over rolling land.
40.08 Point for the 1/4 sec. cor. of secs. 23 and 24, at proportionate
dist.; there is no remaining evidence of the original cor.
Set a stainless steel post, 28 +ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.
T20M RZ2TE
1/4
S23 ] s24d
1993
Deposit a magnet in a white nlastic case beneath the stainless
steel post.
Set a steel fence post alongside the cor.
80.18 Point for the cor. of secs. 13, 14, 23 and 24, at proporiionate
dist.; there is no remaining evidence of the original cor.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

Forin 9600-10a {(November 1987) USDI-BLM FIELD NOTE PAPER
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Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS

T20N R27E
814 | 813

S23 | 524
1923

Deposit a magnet in & white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.

From the cor. of secs. 13, 18, 19 and 24, on the E. bdy. of the
Tp., monumented with a stainless steel post, 2 1/2 ins. diam.,
firmly set, projecting 4 ins. above the ground, with the brass
cap mkd. T20N R2Z7E RZBE S13 S18 519 324 198%, as described and
witnessed in the field note record of the dependent resurvey of
the W. hdy., T. 20 N., R. 28 E., executed concurrently under this
same group,

N. 88°15'" W., betf. secs. 13 and 24.
Over rolling land.

41.14 The 1/4 sec. cor. of secs. 13 and 24, monumented with a juniper
post, 24 ins. long, 3 ins. square, Tirmly set 16 ins. in the
ground, plainly mkd. with 1/4 on the N. face and IA on the S,
face., This position is accepted as the best available evidence
of the original corner.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
S13
i —
S24

1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Bury the juniper post alongside the stainless steel post.

Set a steel fence post alongside the cor.

N. 88°24F W., beginning new measurement.

Fc-rr:a-%ﬂl)nlﬁa {(November 1987) USDI-BLM FIELD NOTE PAPER
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BOOK 5513
Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS
Over rolling Tand.

40.28 The cor. of secs. 13, 14, 23 and 24.
N. 1°067 W., bet. secs. 13 and 14.
Over rolling land.

40.09 The 1/4 sec. cor. of secs. 13 and 14, monumented with a juniper
post, 30 ins. Tong, 4 in. square, lying loose on ground,
partiailly mkd. with a 1 and part of a 4 on a face. This position
is accepted as the best available evidence of the original
corner.,

At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd,
T20N R27E
1/4
S14 | S13
1993
Deposit a magnet in a white plastic case beneath the stainless
steel post.
Bury the juniper post alongside the stainless steel post.
Set a steel fence post alongside the cor.
N. 0°01’ W., beginning new measurement.
Over rolling land.

40.14 The cor, of secs. 11, 12, 13 and 14, monumented with a juniper
post, 33 ins. long, 3 in. square, firmly set 24 ins. in the
ground, mkd. with 1 notch on E. face, 4 notches on S. face and IA
on W. face. This position 15 accepted as the best available
evidence of the original corner.

At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

Form %600-10a { November 1987) USDI-BLM FIELD NOTE PAPER
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BOOK 5513

Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS

TZ20N RZ27E
Si1 | s12

514 | 813
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Bury the juniper post alongside the stainless steel post.

Set a steel fence post alongside the cor.

From the cor. of secs. 7, 12, 13 and 18, on the E. bdy. of the
Tp., monumented with a stainless steel post, 2 1/2 ins. diam.,
firmly set, projecting 5 ins. above the ground, with the brass
cap mkd. T20M R27E R2BE S7 S12 S13 S18 1989, as described in the
field note record of the dependent resurvey of the ¥W. bdy.,

T. 20 N., R. 28 E., executed concurrently under this same group.

N. 89°31" W., bet. secs. 12 and 13.
Over rolling land.

41,10 Point for the 1/4 sec. cor. of secs. 12 and 13, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 6 1ins
helow the ground, with brass cap mkd.

T20N RZT7E

si2

1/4 —

$13

1993
Deposit a magnet in a white plastic case beneath the stainless

steel post.
from which

A stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
25 ins. in the ground, for a reference monument, bears
N. 68°09° E., 55.3 ft. dist., with brass cap mkd. RM T20N
R27E 1/4 812 55.3 FT TO COR 1993, and an arrow pointing to
the cor. Deposit a magnet in a 1 x 1 % 2 5/B 1ins. white
plastic case beneath the stainless steel post. BSet a
steel fence post alengside the cor,

A stainless steel post, 28 ins. long, 2 1/2 ins. diam.,

Form %600-10a (Movember 1987) USDI-BLM EIFLD NOTE PAPER
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Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

THAIMS
24 1ins. in the ground, for a reference monument, bears
S, 54°31* E., 54.2 ft. dist., with brass cap mkd, RM T20N
R27E 1/4 513 54.2 FT TO COR 1993, and an arrow pointing to
the cor. Deposit a magnet ina l x 1 x 2 5/8 ins. white
plastic case heneath the stainless steel post. Set a steel
fence post alongside the cor,
Cor. is located in dirt road, bears N. and S.
B2.20 The cor. of secs. 11, 12, 13 and 14.
Nerth, bet. secs. 11 and 12.
Over rolling land.

40.58 The 1/4 sec. cor. of secs. 11 and 12, monumented with a broken
juniper post, 23 ins. long, 3 ins. square, lying loose on the
ground, mkd. with a 1 and a partial 4 on a face and IA on
opposite face. This position is accepted as the best availabie
evidence of the original corner.

At the cor. point
Set a stainless steel posit, 28 ins. Tong, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.
T20N R27E
1/4
s11 | si2
1933
Deposit a magnet in a white plastic case beneath the stainless
steel post.
Bury the juniper post alongside the stainless steel post.
Set a steel fence post alongside the cor.
N. 0°01° W., beginning new measurement.
Over rolling land.

40.63 The cor. of secs. 1, 2, 11 and 12, monumented with a juniper
post, 33 ins. long, firmly set 24 ins. in the ground, mkd. with
5 notches on S. face and 1 notch and IA on E. face. This
position is accepted as the best available evidence of the
original corner.

At the cor. point

Form 9600-10a {(Movember 1987) ISDI-BLM FIEL.LD NOTE PAPER
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Dependent Resurvey of the Subdivﬁsiona] Lines,

T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS

41.19

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R2ZVE

sz 51

Si1 | 812
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Bury the juniper post alongside the stainless steel post.

Set a steel fence post alongside the cor.

From the cor., of secs, 1, 6, 7 and 12, on the E. bdy. of the Tp.,
monumented with a stainless steel post, 2 1/2 ins. diam., firmly
set, projecting 4 ins. above the ground, with the brass cap mkd.
T20N R27E R28E 81 S6 §7 S12 1988, as described and witnessed in
the field note record of the dependent resurvey of the W. bdy.,
T. 20 N., R. 28 E., executed concurrently under this same group.

N. 89°54’ W., bet. secs. 1 and 12.
Over rolling land.

The 1/4 sec. cor. of secs. 1 and 12, monumented with a juniper
post, 3 1/2 ins. square, 33 ins. long, firmly set 13 ins. in the
ground, mkd. with 1/4 on N. face and IA on 8. face, This
position is accepted as the best available evidence of the
original corner.

At the cor. point.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. 1in the ground, with hrass cap mkd.

T20N R2ZVE
sl
1/4 —
s12
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Bury the juniper post alongside the stainless steel post.

Set a steel fence post alongside the cor.

Form 9600-10a {November 1987) USDI-BEM FIELD NOTE PAPER
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BOOK 5513

Dependent Resurvey of the Subdivisional Lines,
T. 20 N,, R. 27 E., Gila and Salt River Meridian, Arizona

CEEALNS

$. 88°57' W., beginning new measurement.
Over roliing land.

41.11 The cor. of secs. 1, 2, 11 and 12.

N, 0°04' W., het. secs. 1 and 2.

Over rolling land.

40.89 The 1/4 sec. cor. of secs. 1 and 2, monumented with a juniper
post, 5 ins. diam., 25 ins. long, firmly set 2 ins. in the

ground, mkd. with a 1/4 and IA on the N. face. This position is
accepted as the best available evidence of the original corner.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd,

T20N R27E
1/4
s2]s1
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Bury the juniper post alongside the stainless steel post.

Set a steel fence post alongside the cor.

N. 1°877 E., beginning new measurement.

Over roiling land.

39.10 Fence, bears E. and W.

43.90 Point for the closing cor. of secs. 1 and 2, at proporiionate
dist., from the opposing closing cors., on the Fifth Stan.
Parallel North; there is no remaining evidence of the originatl

cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

Form 9600-10a {November 1987) USDI-BLM FIELD NOTE PAPER
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Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS

T2IN R27E
536

sz | 51
T2ON R27E
ce
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.

From this cor. point, the stan. 1/4 sec. cor. of sec. 36,

T. 20 M., R. 27 E., bears 5. 89°46’" E,, 18.72 chs. dist.,
monumented with a stainless steel post, 2 1/2 ins. diam., firmly
set, projecting 4 ins. above ground, with brass cap mkd. SC TZ1N
R2Z7E 1/4 836 1988, with a steel fence post alongside the cor.

from which the 1988 bearing trees

A juniper, 14 ins. diam., bears N, 18 1/2° E.,
118 Iks. dist., mkd. 1/4 $36 SC BT.

A Jjuniper, 5 ins. diam., bears N. 5O i/4° W.,
100 1ks. dist., mkd. 1/4 S35 SC BT.

From the cor, of secs. 2, 3, 34 and 35, on the §. hdy. of the
Tp., monumented with a stainless steel post, 2 1/2 ins. diam.,
firmly set, projecting 4 ins. above ground, with brass cap mkd.
T20N R27E $34 S35 S2 S3 T19N 1988, as described in the field note
record of the dependent resurvey of the N. bdy., T. 19 N.,

R. 27 E., executed concurrently under this same group.

N. 0°03r E,, bet. secs. 34 and 35.
Over rolling land.

40.71 Point for 1/4 sec. cor. of secs. 34 and 35, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
1/4
S34 | §35
1993

Forin 9600-10a (Novermsber 1987) USDI-BLM FIELD NOTE PAPER
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Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS
Deposit a magnet in a white plasiic case beneath the stainless
ztee’l post.
Set a steel fence post alongside the cor.

81.42 The cor. of secs. 26, 27, 34 and 35, monumented with a juniper
post, 3 1/2 ins. diam. 28 ins, Tong, firmly set 8 ins. in the
ground, mkd. with an I on W. side., This positfon is accepted as
the best available evidence of the original corner.

At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. i the ground, with brass cap mkd.

T20M R27E

827 | 526

534 | 835

1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.
Bury the juniper post alongside the stainless steel post.
Set a sieel fence post alongside the cor.
From the cor. of secs. 25, 26, 35 and 36.
M. BO°K7f W., het. secs. 26 and 35.
Over rolling land.

40,42 Point for 1/4 sec. cor. of secs, 26 and 35, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post. 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with hrass cap mkd.
TZ0N RZTE
826
1/4 —
835
1993
Deposit a magnet in a white plastic case beneath the stainless
steel post.
Set a steel fence post alongside ithe cor.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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BOOK 5513

Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E.., Gila and Salt River Meridian, Arizona

CHAINS

80.84

40.96

38.99

The cor. of secs. 26, 27, 34 and 35.

N. 0°247 E., bet. secs. 26 and 27.
Over rolling land.

The 1/4 sec. cor. of secs. 26 and 27, monumented with a
sandstone, 24 x 10 x 6 ins., firmly set 22 ins. in the ground,
with no visible marks, with the remains of a wooden post
alongside. This position 1z accepted as the bhest available
evidence of the original corner.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
1/4
sa7 I 526
1593

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Bury the sandstone alongside the stainless steel post.
Set a steel fence post alongside the cor.

Cor. is located on spur, bears N. and 5., in an abandon fence
Tine, bears N. and S.

N. 0°157 E., beginning new measurement.

Over rolling land.

The cor. of secs. 22, 23, 26 and 27, monumented with a sandstone,
13 x 7 x 2 ins., loosely set 1 in. in the ground, mkd. with an A
on a face, This position is accepied as the best availahle
evidence of the original corner.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

Form %600-10a {November 1987) USD1-BLM FIELD ROTE PAPER
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B0 0K

Dependent Resurvey of the Subdivisional Lines,

T. 20 M., R. 27 E., Gila and Salt River Meridian, Arizona

5513

CHAING

40.62

81.23

40.24

T20N R27E
822 | 823

827 | 826
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Bury the sandstone alongside the stainless steel post.

Set a steel fence post alongside the cor.

From the cor. of secs. 23, 24, 25 and 26.
S. 89°49" W., het. secs. 23 and 28.
Over roliing land.

Pagint for the 1/4 sec. cor. of secs. 23 and 26, at proportionate
dist.: there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
523
1/4 —
s26

1993

Deposit & magnet in a white plastic case beneath the stainiess
stee] post.

Set a steel fence post alongside the stainless steel post.

The cor. of secs. 22, 23, 26 and 27.

N, 0°27° E., bet. secs. 22 and 23.
Over rolling land.

Point for the 1/4 sec. cor. of secs. 22 and 23, at proportionate
dist.; there is no remaining evidence of the original cor,

Set a stainless steel post, 28 ins. long, 2 1/2 ins, diam., 24
ins. in the ground, with brass cap mkd.

Form 9600-10a (November 1987) USDI-BLM

FIELD MOTE PAPER



20
BODK 5513

Dependent Resurvey of the Bubdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS

T20N R27E
1/4
s22 | s23
1993

Beposit a maghet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.

80,48 Point for the cor. of secs. 14, 15, 22 and 23, at proportionate
dist.; there 1is no remaining evidence of the original cor.

Set a stainiess stee? post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
515 | 514

S22 | se23
1993

Deposit a magnet in a white plastic case beneath ithe stainless
steel post.

Set a steel Tence post alongside the cor.

From the cor. of secs. 13, 14, 23 and 24.
N, 89°58f W., bet. secs. 14 and 23.
Over rolling land.

40.18 Point for the 1/4 sec. cor. of secs. 14 and 23, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
S14
1/4 —
s23

1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.

Form 96(0-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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BOOK 5513

Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizcna

CHAINS

80.36 The cor. of secs. 14, 15, 22 and 23.

N. 0°11° W., bet. secs. 14 and 15.
Over rolling land.

40 .24 Point for the 1/4 sec. cor. of secs. 14 and 15, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. Tong, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
1/4
S15 | S14
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.

20.48 The cor. of secs. 10, 11, 14 and 15, monumented with a wooden
pest, 3 ins. square, 25 ins. long, firmly set 7 ins. in the
ground, partially mkd. with /4 on the N. face. This position is
accepted as the bhest available evidence of the original corner.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins, diam., 24
ing. in the ground, with brass cap mkd,

T20N R27E
S10 | S11

§15 | 514
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Bury the wooden post alongside the stainless steel post.

Set a steel fence post alongside the cor.

From the cor. of secs. 11, 12, 13 and 14.

N. 88°467 W., bet. secs. 11 and 14.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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BOOK 5513

Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS
Over rolling land.

39.91 The 1/4 sec., cor. of secs. 11 and 14, monumented with a juniper
post, 3 ins. square, 25 ins. long, firmly set 18 ins. in the
ground partially mkd. with a /4 on the N. face and illegible
marks on the S. face. This pesition is accepted as the best
available evidence of the original cor.

At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.
T20M R2Z7E
sil
1/4 —
814
1963
Deposit a magnet in a white plastic case beneath the stainless
steel post.
Bury the juniper post alongside the stainless steel post.
Set a steel fence post alongside the cor.
N. 89°47’ W., beginning new measurement.
Over rolling land.
39.53 The cor. of secs. 10, 11, 14 and 15.
N. 0°27' E., bet. secs. 10 and 1l.
Over rolling land.

39.79 Point for the 1/4 sec. cor. of secs. 10 and 11, at proportionate

dist.; there is no remaining evidence of the original cor.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with hrass cap mikd.
T20N R27E
1/4
810 | 811
15993
Deposit a magnet in a white plastic case beneath the stainless
steel post.

Form 9600-10a (November 1987) USDI-BLM FIELD MOTE PAPER



23

FOOK 5513
Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and 2alt River Meridian, Arizona
CHAINS
Set a steel fence post alongside the cor.
Cor. is located in abandon fence, bears N. and S.

79.58 The cor. of secs. 2, 3, 10 and 11, monumented with a sandstone,
16 x 10 x 5 ins., loosely set 3 ins. in the ground, plainly mkd.,
with 5 grooves on the §. face and 2 grooves on the N. face. This
position is accepted as the best availahle evidence of the
original cor.

At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E

£ 3 s 2

S10 S11

1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.
Bury the sandstone alongside the stainless steel post.
Set a steel fence post alongside the cor.
From the cor. of secs. 1, 2, 1l and 12.
S. 89°01’ W., bet. secs., 2 and 11.
Qver rolling Tand.

39.63 The 1/4 sec. cor., of secs. 2 and 11, monumenied with a wooden
post, 4 ins, square, 32 ins. long, firmly set 12 ins. in the
ground, partially mkd. with IA on the E. face. This position is
accepted as the best available evidence of the original corner.
At the cor. point
Set a stainless steel post, 28 1ins, long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
52
1/4 —
811

19913

Form 9600-10a {November 1987) USDI-BLM FIELD NOTE PAPER
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FOK 5513

Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Bury the wooden post alongside the stainless steel post.

Set a steel fence post alongside the cor.

5. 89°05" W., beginning new measurement.
Over rolling land.

39.57 The cor. of secs. 2, 3, 10 and 11.

N. 0°05f W., bet. secs. 2 and 3.
Over rolling land.

41.70 Point for the 1/4 sec. cor. of secs. 2 and 3, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. 1in the ground, with brass cap mkd.

T20N R27E
1/4
s3|sz
1953

Deposit a magnet in a white plastic case beneath the stainless
stee]l post.

Set a steel fence post alongside the cor.
83.20 Rock ridge, 118 ft. high, bears, E. and W.

85.44 The original c¢losing cor. of secs. 2 and 3, monumented with a
sandstone, 15 x 7 x 2, firmly set 1 in. below the ground, mkd. CC
on the 5. face,

Add the marks AM to the sandstone and bury 6 ins. below the
ground in place.

85.68 Intersect the Fifth Stan. Parallel North, point for the closing
cor. of secs. 2 and 3.

Set a stainless steel post, 28 1ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

Form 9600-10a (November 1987) USDI-BLM FIEL NOTE PAPER
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Dependent Resurvev of the Subdivisional Lines,
T. 20 N., R, 27 E., Gila and Salt River Meridian, Arizona

THAINS

40.81

Bl.862

TZIN RZTE
835

g 3 I 52
T20N R2TE
cc
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

From this cor. point, the stan. 1/4 sec. cor. of sec. 35,

T. 21 N., R. 27 E., bears N. B9°32’ E., 19.51 chs. dist.,
monumented with a stainless steel post, 2 1/2 ins. diam., firmly
set, projecting 5 ins. above ground, with brass cap mkd. SC T21IN
R27E 1/4 S35 1288, with a mound of stone 3 fi. bhase, 2 1/2 ft.
high N. of cor. and a fence post alongside the cor,

From the cor. of secs. 3, 4, 33 and 34 on the §. bdy. of the Tp.,
monumented with a stainless steel post, 2 1/2 ins. diam., firmly
set, projecting 4 ins. above ground, with brass cap mkd. T20N
R27E $3 %4 833 S34 T19N 1988, as describked in the field note
record of the dependent resurvey of the N. bdy., T. 19 N.,

R. 27 E., executed concurrently under this same group.

N. 0°30° E., bet. secs. 33 and 34.

Over rolling land.

Point for the 1/4 sec. cor. of secs. 33 and 34, at proportionate
dist.: there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. 1in the ground, with brass cap mkd.

TZON R27E
1/4
833 | 534
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel Tence post alongside the cor.

The cor. of secs. 27, 28, 33 and 34, monumented with a sandstone,
6 x5 x 4 ins., firmly set flush with ground, plainly mkd. with 1
groove on the 8. face, with the rotted remains of a wood post
underneath. This position is accepted as the best available
evidence of the original corner.

Form 9604-10a (November 1987} USTM-BLM

FIELD NOTE PAPER
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Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

h513

CHAINS

32.00

i8.89

45.60

79.77

T

At the cor. point

Set a stainless steel post, 28 ins., Tong, 2 1/2 ins. diam., 24
ins. n the ground, with brass cap mkd.

T20N R27E
s28 | 827

533 | S34
1993

Deposit a magnet in a white plastic case heneatn the stainless
steel post.

Bury the sandstone alongside the stainless steel post.

Saet a steel fence post alongside the cor.

From the cor. of secs. 26, 27, 34 and 35,
N. 89°R7" W., bet. secs. 27 and 34.

Over raoliing land.

fidge, bears N. and S.

Point for the 1/4 sec. cor. of secs. 27 and 34, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mikd.

T20M RZ7E
827
1/4 —
534

1593

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.
Draw, drains NE.

The cor. of secs. 27, 2B, 33 and 34.

N. 5°19F E., bhet. secs. 27 and 28.

Form 9600-19a (November 1987} USDI-BLM

FIELD MOTE PAPER
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Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R, 27 E., Gila and Salt River Meridian, Arizona

CHAINS

Over rolling land.

43,13 The 1/4 sec. cor. of secs. 27 and 28, monumented with a juniper
post, 30 ins. long, ¢4 ins. sguare, lying locse on ground,
partially mkd, with a 1 and part of a 4 on a face. This position
is accepted as the best available evidence of the original
corner.

At the cor. point

Set a stainless stee1‘post. 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
1/4
se8 | s27
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Bury the juniper post alongside the stainless steel post.

Set a steel fence post alongside the cor.

N. 5°567 W., beginning new measurement.
Over rolling land.

37.73 The cor. of secs. 21, 22, 27 and 28, monumented with a juniper
post, S0 ins. long, 4 ins. square, lying loosely on the ground,
previously set 14 1ins. in ground, mkd. with illegible grooves on
a face and illegible marks on adjoining and opposite faces. This
position is accepted as the best available evidence of the
aoriginal corner.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. 1in the ground, with brass cap mkd.

T20M R27E
521 | 822

sza | s27
1993

Deposit & magnet in a white plastic case beneath the stainless
steel post.

Form 960010z (November 1987) USDI-BLM FIELD MOTE PAPER
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BOOK 55

Dependent Resurvey of the sSubdivisional Lines,
T. 20 M., R. 27 E., Gila and Salt River Meridian, Arizona

CHAING

40.06

80.12

40.15

Bury the juniper post alongside the stainless steel post.

Set a steel fence post alongside the cor.

From the cor. of secs. 22, 23, 26 and 27.
N. 89°357 W,, bet. secs. 22 and 27.
Over rolling land.

Point for the 1/4 sec. cor. of secs. 22 and 27, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
s22
1/4 —
827
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.

The cor. of secs. 21, 22, 27 and 28.

N. 0°03" E., bet. secs. 21 and 22.
Over rolling land.

Point for the 1/4 sec. cor. of secs. 21 and 22, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
1/4
s21 | s22
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor,

Form 9600-10a (November [987) USDI-BLM FIELD NOTE PAPER
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ROOK 5513

Cependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS

80.30 The cor. of secs. 15, 16, 21 and 22, monumented with a fragmented
sandstone, largest piece 4 x 1/2 % 1/4 dns., mkd. with an A on a
face. This position is accepted as the hest available evidence
of the original corner.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
816 | 515

821 | 822
1983

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Bury sandstone fragments alongside the stainless steel post.

Set a steel fence post alongside the cor.

From the cor. of secs. 14, 15, 22 and 23.
N. 89°43' W., bet. secs., 15 and 22.
Over rolling land.

40.33 Point for the 1/4 sec. cor. of secs. 15 and 22, at proportionate
dist.; there 1s no remaining evidernce of the oiriginal cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
3815
1/8 ——
522

1993

Deposit a magnet in & white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.

£80.55 The cor. of secs. 15, 16, 21 and 22.

M. 0°B3f E., bet. secs. 15 and 18.

Form 9600-10a {November 1987) USTM-BLM FIELD NOTE PAPER
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BOOK 5513

Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS
Over rolling land.
40.46 Point for the 1/4 sec. cor. of secs. 1§ and 18, at proportionate
gist.; there is no remaining evidence of the original cor.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam,, 24
ins. in the ground, with brass cap mkd.
T20NM R27E
1/4
816 | 815
1953
Deposit a magnet in a white plastic case beneath the sitainless
steel post.
Set a steel fence post alongside the cor.
78.50 Draw, 20 lks. wide, drains 8W.
B0.92 Point for the cor. of secs. 9, 10, 15 and 16, at proportionate
dist.; there is no remaining evidence of the original cor.
Set a stainless steel post, 28 1ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.
T20N R27E
59 l 510
Si6 l S1i5
1993
Deposit a magnet in a white plastic case beneath the stainless
steel post.
Set a steel Fence post alongside the cor.
From the cor. of secs. 10, 11, 14 and 15.
N, 85°247 ¥W,, bet. secs, 10 and 15,
Over rolling land
39,56 Point for the 1/4 sec. cor. of secs. 10 and 15, at proportionate
dist.: there is no remaining evidence of the original cor.
Sat a stainless sieel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER



Dependent Resurvey of the Subdivisional Lines,

T. 20 M., R. 27 E., Gila and Salt River Meridian, Arizona

ROOK

5513

CHALNS

79.13

40,46

79.10

B80.92

T20M RZVE
310
1/4 —
815
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor,
Cor. is located on N. siope of ridge, bears NE. and SW.

The cor. of seecs. 9, 10, 15 and 16.

N. 0°467 E., het, secs. 9 and 10.
Over rolling tand.

Point for the 1/4 sec. cor. of secs. 9 and 10, at proportionate
dist.; there is no remaining evidance of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
174

S 9 | 810
1993

Deposit a magnet in a white plastic case bensath the stainless
steel post.

Set a stee] fence post alongside the cor,
Wash, 20 lks. wide, drains SW.

Point Tor the cor. of secs. 3, 4, 9 and 10, at proportionate -
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 2B ins. Tong, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd,

T20N R27E
S41853

5 8 § 510
1993

Form 9600-10a (November [987) USDI-BLM

FIELD NOTE PAPER
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POOK 55

Dependent Resurvey of the Subdivisional Lines,

T. 20 M., R. 27 E.. Gila and 8alt River Meridian, Arizona

CHAINS

39.36

78.71

40.46

Depositi a magnet in a white plastic case beneath the stainless
steel post.

Set a steel Tence post alongside the cor.

From the cor. of secs. 2, 3, 10 and 11.
M. 88°25" W., bet. secs. 3 and 10.
Over rolling Tand,

Point for the 1/4 sec. cor. of secs. 3 and 10, at proporiionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 dns. diam., 24
ins. 1in the ground, with brass cap mkd.

T20M R27E
S 3
1/4 —
510

1983

Deposit a maghnet in a white plastic case beneath the stainless
steel post.

Set a stee]l fence post alongside the cor.

The cor. of secs. 3, 4, 9 and 10.

N, g°52f E., bet. secs. 3 and 4.
Qver roiling land.

Point for the 1/4 sec. cor. of secs. 3 and 4, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 +ins. long, 2 1/2 ins. diam., 24
ins. in the ground, in a mound of stone, 3 ft. base to top, with
brass cap mkd.

T20N R27E
1/4
S4 |83
1993

from which

Form 9600-10a (Movember 1987) USDI-BRLM FIELD NOTE PAPER
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33 BOOK

Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Sal%t River Meridian, Arizona

CHAINS

54.45

66.40

66,30

75.60

80.60

A rock outcropping, 6 x 3 & 2 ft. high, bears N. 32° E.,
31 1/2 Tks. dist., with an XBO chiseled on the top.

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.

Point for a witness point on line bet. secs., 3 and 4, at
intersection with the southeasterly right-of-way of the Atchison
Topeka and Santa Fe Railway Co.

Set a stainless steel post, 2B ins. long, 2 1/2 1ins. diam., 24
ins. in the ground, with brass cap mkd,

- uWe

T20M R27E

S 4 [ S 3
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor,

Railroad right-of~way fence, bears NE and SW.

Point for a witness point on line bet. secs. 3 and 4, at
intersection with the northwesterly right-of-way of the Atchison

Topeka and Santa Fe Railway Co.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

wWe
T20N R27E
S4183

1923

Deposit a magnet in a white plastic case heneath the stainless
steel post.

Set a stee]l Fence post alongside the cor.
Left bank of the Rio Puerco, course 8WY.

Right bank of the Rio Puerco, course SW.

el ¥

Form 9660-10a (November 1987) USDI-BEM
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BOOK 55

Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and 8alt River Meridian, Arizona

CHAINS

g8z2.81 The original closing cor. of secs. 3 and 4, monumented with a
sandstone, 12 x 7 X 6 ins., firmly set 10 in. the ground, mkd.
with 3 grooves on the E. face and 3 grooves on the W. face and CC
on the 8. face.
Add the marks AM to the sandstone and bury 6 ins. below ground 1in
place.

82.89 Intersect the Fifth Stan. Paraliel North, point for the closing

cor. of secs. 3 and 4.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

TZ21N R27E
534

8 4 I 8 3
T20N R27E
cC
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

From this cor. point, the stan. l/4 sec. cor. of sec. 34,

T. 21 N., R. 27 E., bears N, 85°32" E., 17.90 chs. dist.,
monumented with a stainless steel post, 2 1/2 ins. diam., firmly
set, projecting 5 ins. above ground, with brass cap mkd. SC TZIN
R27E 1/4 834 19288, with a steel fence post alongside the cor.

Point for the 1/4 sec. cor. of sec. 3 only, T. 20 N., R. 27 E.,
is at midpoint on the N. bdy. of sec. 3.

Set a stainless steel post, 28 ins. Tong, 2 1/2 ins. diam., 24
insg. in the ground, with brass cap mkd,

T21N R27L
1/4 8 3
T20N R28E
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.

Farm 9600-10a (November 1987) USDH-BLM FIELD NOTE PAPER
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3 BOOK 5513

Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R, 27 E., Gila and Salt River Meridian, Arizona

CHAINS

From this cor. point the stan. cor. of secs. 34 and 35, T. 2i N.,
R, 27 E., bears N. 89°327 £E., 18.705 chs. dist., monumented with
a stainless steel post, 2 1/2 ins. diam., firmly set, projecting
& ins. above ground, with brass cap mkd. SC T21M R27E S34 535
1988, with a steel fence post alongside the cor.

From the cor. of secs. 4, 5, 32 and 33 on the 5. hdy. of the Tp.,
monumented with a stainless steel post, 2 1/2 ins. diam,, firmly
set, projecting 4 ins. above ground, with brass cap mkd. T20N
R27E S4& S5 832 833 TIGN 1987, as described in the Field note
record of the dependent resurvey of the N. bdy., T. 19 N.,

R. 27 E., executed concurrently under this same group.

N. 0°087 ¥W., bhet. secs. 32 andg 33.
Over relling land.

40.02 Point for the 1/4 sec. cor. of secs. 32 and 33, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. Jong, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
1/4
$32 | $33
1993

Deposit & magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.

BO.O4 Point for the cor. of secs. 238, 29, 32 and 33, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post., 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R2TE
829 | s28

832 { 833
1853

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.

Form 960¢-10a (November [1987) USDI-BLM FIELD NGTE PAPER



3 300K 5513

Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS
From the cor. of secs. 27, 28, 33 and 34.
S. 887497 W., hei. secs. 28 and 33.

Over rolling Tand.

40.63 Point for the 1/4 sec. cor. of secs. 28 and 33. at proporitionate
dist.; there 1is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. ciam., 24
ins. in the dground, with brass cap mkd,

T20M R2TE
328
i/4 —
533
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.
Cor. 15 located on the NE. slope of hill.

81.26 The cor, of secs. 28, 292, 32 and 33.

M. 0°08F E., het. secs. 28 and 29.
Over roiling land.

40,02 Point for the 1/4 sec. cor. of secs. 28 and 29, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 1ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
1/4
s29 | s28
1993

Deposit a magnet in a white plastic case heneath the stainless
steel post.

Set a steel fence post alongside the cor.

Form 9609-10a (November 1987) USDI-BLM FIELD MOTE FAPER
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Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gilza and Salt River Meridian, Arizona

5513

CHAINS

80.04

40,59

The cor. of secs. 20, 21, 28 and 29, monumented with a rotfed
wood stub, firmiy set 6 ins. below ground, with a decayed wood
post, 17 ins. long, 3 1ins. diam., and a metal neck of a shovel
buried alongside. This position is accepted as the hest
available evidence of the originail corner.

At the corner point

Set a stainless steel post, 28 ins. Tong, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20M R2TVE
520 | 821

s29 | s28
1993

Deposit a magnet in a white plastic case beneath the stainiess
steel post.

Sat a steel fence post alongside the cor,

From the cor. of secs. 21, 22, 27 and Z28.
S. 88°29' W., bet., secs. 21 and 28,
Over roliing land.

The 1/4 sec. cor. of secs. 21 and 28, monumented with a broken
juniper post. 21 ins. long, 4 x 2 ins. on top, lying loose on
ground, previously set, 17 ins. in ground, partially mkd. with
/ on a face. This position is accepted as the best available
evidence of the original corner.

At the cor. point

Set a stainless sieel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T2ON R27E
s21
1/4 —
528
1993

Deposit a magnet in a white plastic case berneath the staintess
steel post.

Bury the juniper post alongside the stainless steel post.

Form 9600-10z (November 1987) USDI-BLM
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38 ROOK

Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R, 27 E., Gila and Salt River Meridian, Arizona

5513

CHAINS

40.58

40.02

80.04

Set a steael fence post alongside the cor.

8. 887327 W., beginning new measurement.
Over rolling land.

The cor. of secs. 20, 21, 28 and 29.

N. 0°02" E.. het., secs. 20 and 21.
Over rolling Tand.
Dirt road, 16 Tt. wide, bears E. and Y.

Foint for the 1/4 sec. cor. of secs. 20 and 21, at proportionate
dist.: there 1is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd,

T20N R27E
1/4
§20 [ 821
1323

Deposit a wagnet in a white plastic case beneath the stainless
stee]l post.

Set a steel fence posi alongside the cor.

The cor. of sscs. 16, 17, 20 and 21, monumented with a decaved
wooden post, 42 ins. Tong, 4 1ns. square, lying loosely on the
ground, with broken splinters below surface, mkd. with 3 faint
grooves on a face and axe marks on adjoining faces. This
position is accepted as the best available evidence of the
original corner.

At the cor. noint

Set a stainless steel post, 28 ins. long, 2 1/2 1ins. diam., 24
ins. in the ground, with brass cap mkd.

T20M R2TE
817 | 816

S20 | 821
1993

Form 9600-10a (November [987) USDI-BLM
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39 BOOK 55

Dependent Resurvey of the Subdivisional Lines,

T. 20 M., R, 27 E., Gila and Salt River Meridian, Arizona

CHAINS

40.59

Bi.is

41.18

Peposit a magnet in a white plastic case beneath the stainless
steel post.

Set a sieel Fence post alongside the cor.

From the cor. of secs. 15, 16, 21 and 22,
&, 88°20' W., bet. secs. 16 and 21.
Over rolling land.

Point for the 1/4 sec. cor. of secs. 16 and 21, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd. '

T20N R2TE
S16
1/6 —
s21
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor,

The cor. of secs. 16, 17, 20 and 21.

M. 2°80f E., bet. secs. 16 and 17.
Over rolling land.

Point for the 1/4 sec. cor. of secs. 16 and 17, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. 1in the ground, with brass cap mkd.

T20N R2TE
1/4
817 | 516
1993

Deposit a magret in a white plastic case beneath the stainless
steel post.

Set a steel Fence post alongside the cor.

Form 9600-10a (November 1987) USDI-BLM FIELD MOTE PAPER




40 BOOK 5513

Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 £., Gila and Salt River Meridian, Arizona

CHAINS

82.36 Peint for the cor. of secs. 8, @, 16 and 17, at proportionate
dist.:; there is no remaining evidence of the original cor.

Set a stainiess steel post, 28 ins. long, 2 1/2 tins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
§8 | 8¢

817 | Si6
1993

Deposit a magnet in a white plastic case beneath the stainless
steal post.

Set a steel Tence post alongside the cor.

Cor. 1s located on W. slope of dike, bears N. and S.

From the cor. of secs. 89, 10, 15 and 16.
S, 89°16' YW,, bet. secs. 9 and 18.
Over rolling land.

39.16 Pogint for the 1/4 sec. cor. of secs, 9 and 18, at proportionate
dist.: there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
89
1/ —
5816

1993

Deposit & magnet in a white plastic case berneath the stainless
steel post.

Set a steel fence post alongside the cor,

78.32 _ The cor. of secs. 8, 9, 16 and 17.

N. Q"41f £., het. secs. B ana 9.

Over rolling Tand.

Form 9600-10a {November 1987) USDI-BLM FIELD NOTE PAPER



a1 BOOK 5

Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R, 27 E., Gila and Salt River Meridian, Arizona

CHAINS

41.13 Point Tor the 1/4 sec. cor. of secs. 8 and 9, at proporticnate
dist.: there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20M R2ZTE
1/4
28 l 89
1693

Deposit a magnet in a white plastic case beneath the stairless
steel post.

Set a steel fence post alongside the cor.
Cor. is located 68 1iks. W. of fence, hears N, and S,

56.12 Point for a witness point on line het. secs. 8 and 9, at
intersection with the southeasterly right-of-way of the Atchison
Topeka and Santa Fe Railway Co.

Set a stainless steel post, 28 ins., Tong, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

up
TZON R2TE
S8 1 80

1583

Deposit a magnet in a white plastic case beneath the stainless
steal post.

Set a steel fence post alongside the cor.

71.56 Point for a witness point on Tine bet. secs. 8 and 2, at
intersaction with the northwesterly right-of-way of the Alchison
Topeka and Santa Fe Railway Co.

Set a stainless steel posi, 28 ins. long, 2 1/2 ins. diam., 24
ins., in the ground, with brass cap mkd.

WP
T20N R27E
£ 8 i 59

1223

Deposit a magnet in a white plastic case beneath the stainless
steal post.

8et a steel fence post alongside the cor.

Ferm 967K)-10a (November [1987) USDI-BLM FIELD NOTE PAPER
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BOGK

Dependent Resurvey of the Subdivisional Lines,
T. 20 M., R. 27 E., Gila and 5alt River Meridian, Arizona

CTHAINS

82.26

38.20

The cor. of secs. 4, 5, B and 9, monumented with a sandstone,
10 x 6 x 2 1/2 ins,, firmly set 6 ins. in the ground, plainily

mkd. with 4 grooves on the E. face and 5 grooves on the S. fTace.

This position is accepted as the best available evidence of the
original corner.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. 1in the ground, with brass cap mkd.

T20M R27E
S5 ]84

s8 (1889
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Bury the sandstone alongside the stainless steel post.

Set a steel fence post alongside the cor.

From the cor. of secs. 3, 4, 9 and 10.
N. 89°457 W., bet. secs. 4 and 9.
Over rolling land.

Point for the 1/4 sec. cor. of secs. 4 and 9, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
S 4
1/4 —
S 9

1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.

Cor. is located 1 ch. Y. of wash, drains N.

Form 9600-10a (November 1987) USDI-BLM
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* BOOK 5513

Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS
52.84 Point for a witness point on Tine bet. secs. 4 and 9, at
intersection with the southeasterly right-of-way of the Atchison
Topeka and Santa Fe Railway Co.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.
WP
T20M R27E
S 4
g9
1993
Deposit a magnet in a white plastic case beneath the stainless
steel post.
Set a steel fence post alongside the cor.
67.98 Point for a witness point on line bet. secs. 4 and 9, at
intersection with the northwesterly right-of-way of the Atchison
Topeka and Santa Fe Railway Co.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.
WP
T20N R27E
s 4
89
1983
Deposit a magnet in a white plastic case beneath the stainless
steel post.
Set a steel fence post alongside the cor.
78.40 The cor. of secs. 4, 5, 8 and 9.
N. 0°067 W., bet., secs. 4 and 5.
Over rolling land.
38.90 Center of McCarrol Rd., a paved road, bears ENE. and WSW.
39.90 Fence, hears E. and Y.
40.15 Point for the 1/4 sec. cor. of secs. 4 and 5, at proportionate
dist.; there is no remaining evidence of the original cor.

Foram 9660-10a (November 1987) USDI-BLM FIELD NOTE PAPER



a4 BOOK 5513

Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS !

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20M R27E
1/4

S5 ] 84
1933

Deposit a magnet in a white plastic case beneath the stainless
steal post.

Set a stee] fence post alongside the cor.
79.00 Rock ledge, bears EMNE. and WSW.

82.05 The closing cor. of secs. 4 and 5, on the Fifth Stan. Parallel
Norih, monumented with a reinforcing rod, 1/2 in. diam., 12 1ins.
long, firmly set 8 ins. in the ground. The monument was set by
James D. Thornhill, Arizona Registered Land Surveyor No. 12219,
in 1987, 1is harmoniously related with other identified closing
cors. and is accepted as the best available evidence of the
original covrner position.

At the cor. point

Set a stainless steel post, 28 ins. Tong, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T21N R2TE
833

$5 | 54
T20N RZ7E
cC
19395

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Cor. is located in fence, bears E. and W.

From this cor. point, the stan. 1/4 sec. cor. of sec. 33,

T. 21 N., R. 27 €., bears N. 89°41’ E., 18.175 chs. dist.,
monumented with a stainless steel post, 2 1/2 ins. diam., firmly
set, projecting 3 ins. above ground, with brass cap mkd. SC T2IN
R27E 1/4 S33 1988, with a steel fence post alongside the cor.

Cor. is located 1 1k. 8. of fence, hears E. and Y.

Form 9606-10a (November 1987) USDIL-BLM FIELD HOTE PAPER



45 BOOK 5

Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS

32.99

Point for the 1/4 sec. cor. of sec. 4 only, T. 20 N., R. 27 E.,
is at midpoint on the N. bdy. of sec. 4.

Set a stainless steel post, 28 ins. Tong, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T21M R27E

1/4 S 4
T20N R27E
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.

From this cor. point, the stan. cor. of secs. 33 and 34,

T. 21 N., R. 27 E., bears N, B9°41" E., 18.36 chs. dist.,
monumented with a stainless steel post, 2 1/2 ins. diam., firmly
set, projecting 4 ins. above ground, with brass cap mkd. SC Tz1N
R27E S33 S34 1988, with a steel fence post alongside the cor.

From the cor. of secs. 5, 6, 31 and 32 on the 8. bdy. of the Tp.,
monumented with a stainless steel post, 2 1/2 ins. diam., firmly
set, projecting 4 ins. above ground, with brass cap mkd. T20N
R27E S5 S6 831 S32 Ti9N 1934, as described in the field note
record of the dependent resurvey of the N, bdy., T. 19 N.,

R. 27 E., executed concurrently under this same group.

N. 0°257 ., het. secs., 31 and 32.

Over rolling Tand.

Point for the 1/4 sec. cor. of sscs. 31 and 32, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins, in the ground, with brass cap mkd.

T20N R27E
1/4
$31 | $32
1993

Deposit a magnet in a white plastic case beneath ihe stainiess
steel post.

| Set a steel fence post alongside the cor.

Form 9600-10a (November 1287) USDI-BLM
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e ROCK 5513

Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS
79.98 Point for the cor. of secs. 29, 30, 31 and 32, at proportionate
dist.; there is no remaining evidence of the original cor.
Set a stainless steel post, 28 1ns. lonhg, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.
T20N RZ7E
830 | 529
831 832
1993
Deposit a magnet in a white plastic case bheneath the stainless
steel post.
Set a steel fence post alongside the cor.
Cor. 1is located on the N. bank of wash drains, WSW.
From the cor. of secs. 28, 29, 32 and 33.
N. 87°09' W., bet. secs. 29 and 32.
Over rolling land.
40.75 The 1/4 sec. cor. of secs. 29 and 32, monumenied with a

sandstone, 11 x 9 x 2 1/2 ins., loosely set on the ground,
plainly mkd. 1/4 on a face. This position is accepted as the
best available evidence of the original corner.

At the cor, point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
829
1/4 —
832

1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Bury the sandstone alongside the stainless steel posti.
et a steel Tence post alongside the cor.

Cor. is located 1.14 chs. 8. of fence, hears E. and Y.

Form $900-10a (November F987) USDI-BLM FIELD NOTE PAPER



47 ROOK 5513

Dependent Resuirvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS

S. 87°33" V., heginning new measurement.
Over rolling land.

39.75 The cor. of secs. 29, 30, 31 and 32.

N. 89°40' W., bet, secs. 30 and 31.
Over reolling land.

39.75 Point for the 1/4 sec. cor. of secs. 30 and 31, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. Tlong, 2 1/2 ins. diam., 24
ins, in the ground, with brass cap mkd.

T20M R27E
S30
1/4 —
531
1933

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.
Cor. is located on the N. edge of wash, drains NE.

77.98 The cor. of secs. 25, 30, 31 and 38, on the ¥W. bdy. of the To.,
monumented with a stainless steel post, 2 1/2 ins. diam., firmly
set, projecting 4 ins. above ground, with brass cap mkd. T20M
R26E R27E 525 830 531 $36 1988, as described in the field note
record of the dependent resurvey of a portion of the E. hdy.,

T. 20 N., R. 26 E., executed concurrently under this same group.

fFrom the cor. of secs. 29, 30, 31 and 32.

N. 0°147 E., het. secs. 29 and 30.

Qver rolling land.

39.99 The 1/4 sec. cor. of secs. 22 and 30, monumented with a broken
sandstone, 14 x 12 x 2 ins., with base firmly set 3 ins. in the
ground, with a broken piece partially mkd. with an A on a face.

This position is accepted as the best available evidence of the
original corner.

At the cor. point

Form 3600-10a (November 1987) USDI-BLM FIELD NOTE PAPER




a8 ROOK 5513

Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAEINS

Set a stainliess steel post, 28 ins. long, 2 1/2 1ins. diam., 24
ins. in the ground, with bhrass cap mkd.

TZ2ON R27E
1/4

$30 | 829
1993

Deposit a magnet in a white plastic case heneath the stainless
steel post.

Bury the sandstone alongside ithe stainless steel post.

Set a steel fence post alongside the cor.

N. 0°247 E., beginning new measurement.

Over rolling land.

40,15 The cor. of secs. 19, 20, 29 and 30, monumentied with a sandstone,
16 % 15 ¥ 4 ins., firmiy set & ins. in the ground, mkd. with 5
grooves cn the E. face, 2 grooves and an A on the 5. face. This

position is accepied as the best available evidence of ithe
original corner,

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
519 | 820

S3C | 829
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Bury the sandstone alongside the stainless steel posti.

Set a steel fence post alongside the cor.

From the cor. of secs. 20, 21, 28 and Z29.
N. 89°417 W., bet. secs. 20 and 29.

Over rolling land.
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Dependent Resurvey of the SBubdivisional Lines,
T. 20 N., R. 27 £E., Gila and Salt River Meridian, Arizona

CHAINS
39,95 The 1/4 sec. cor. of secs. 20 and 29, monumented with a juniper
post, 18 ins. Tong, 4 ins. sqguare, Firmly set 6 ins. in the
ground, with no visible marks. This position is accepted as the
hest available evidence of the original corner.
At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.
TZ20N R27E
S20
1/4 o
529
1993
Deposit a magnet inm a white plastic case beneath the stainiess
steel post.
Bury the juniper post alongside the stainiess steel post.
Set a steel fence post alongside the cor.
N, 89°447 Y., beginning new measurement.
Over rolling land.
40, 20 The cor. of secs. 12, 20, 29 and 30.
N. 89°437 W,, bet. secs. 19 and 30.
Over rolling land.
40.02 Point for the 1/4 sec. cor. of secs. 12 and 30, at proportionate
dist.; there is no remaining evidence of the original cor.
Sat & stainless steel post, 28 ins. Tong, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.
T20N R27E
S19
1/4 —
230
1993
Deposit a magnet in a white plastic case beneath the stainless
steel post.
Set a steel fence post alongside the cor.

Form 26(-10a (November 1987) USDI-BLM FIELD MOTE PAPER



50 BOOK

Dependent Resurvey of the Subdivisional Lines,

T, 20 N., R. 27 €., Gila and Salt River Meridian, Arizona

5513

CHAIMS

78.38

40.02

50.04

The cor. of secs. 18, 24, 25 and 30, on the W. bdy. oFf the Tp.,
monumented with a stainless sieel post, 2 1/2 ins. aiam., Tirmiy
set, projecting 6 ins. above ground, with brass cap mkd. T20N
REZ6E RZ7E 319 S24 S25 830 19924, as described in the Tield note
record of the dependent resurvay of 2 portion of the E. bdy.,

T. 20 N., R. 26 E., executed concurrently under this same group.

From ithe cor. of secs. 19, 20, 29 and 30.
M. 0°02' W., bet. secs. 19 and 20.
Qver rolling Tand,

Point Tor the 1/4 sec. cor. of secs. 19 and 20, at proportionate
dist.; there is no remaining evidence of the original cor.

5et a stainiess steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T2oN R27E
1/4
$19 | S20
1993

Deposit a magnet in a white plastic case beneath the stainless
sieel post.

Set a steal Fance post alongside the cor.

The cor. of secs. 17, 18, 19 and 20, monumented with a juniper
post, 24 ins., long, 4 ins. square, Tirmly set 9 ins. in the
ground, mkd. with 5 grooves on the E. face, 3 grooves and IA on
the 8. face. This position is accepied as the best available
evidence of the ariginal corner.

At the cor. point

Set a stainiess steel post, 28 ins. Tong, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20M R2ZTE
sleg 1 817

818 | 820
1953

Deposit a magnet in a white plastic case beneath the stainless
stes] post.

Bury the juniper post alongside the stainless sieel post.

Form 2606-10a (November 1987) USDI-BLM
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Dependent Resurvey of the Subdivisional Lines,

T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS

40,15

40.07

£5.80

33.00

32.68

Set a steel fence post alongside the cor.

From the cor. of secs. 16, 17, 20 and 21.

N. 89°417 W., bet. secs. 17 and 20.

Over rolling land,

The 1/4 sec. cor. of secs. 17 and 20, monumented with a Jjuniper
post, 24 ins. tong, 3 1/2 ns square, Tirmly set 17 ins. in the
ground, with illegible marks on the N. face. This position is

accepted as the hest available evidence of the original corner,

At the cor. point

Set a statnless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20M R2TE
S17

1/4
320
1993

Deposit a magnet in a white plastic case beneaih the stainiess
stee] post.

Bury the juniper post alongside the stainless steel post.

Set a steel fence post alongside the cor.

N. 89°44’ W., beginning new measurament.
Over roliing land.

The cor. of secs. 17, 18, 19 and 20.

M. 89°007 W., bhet. secs. 18 and 1%.

Qver rotling land.

Left bhank of the Rio Puerco, course SW.
Right bank of the Rio Puerco, course SW.

Point for the 1/4 sec. cor. of secs. i8 and 19, at proportichate
dist.; there is no remaining evidence of the original cor.

Form 9600-10a (November 1987} USDE-BLM
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Dependent Resurvey of the Subdivisional Lines,
T. 20 M., R, 27 E., Gila and Salt River Meridian, Arizona

CHAIMS

59.52

77.60

1.16

1.20

2.20

10.90

Set a stainiess steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
s12
i/8 ——
319
1893

Deposit a magnat in a white plastic case beneath the stainTess
steel post.

Set a steel Tence post alongside the cor.
Point for the W. 1/18 sec., cor. of secs. 18 and 19

Set a stainless sieel posi, 28 ins. Jong, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
s18
Wi1/16 —
319
1993

Deposit a magneti in a white plastic case beneath the stainless
steel post.

Set a steel Tence post alongsida the cor.
The cor. of secs. 13, 18, 19 and 24, on the ¥. bdy. of the Tp.,
set, projecting 4 ins. abhove ground, with brass cap mkd. T20N

R26E R27E 513 Si8 519 524 1988, as described in the field note
record of the dependent resurvey of a portion of the E. bdy.,

monumented with a stainless steel post, 2 1/2 ins. diam., firmly

T. 20 N., R. 26 E., executed concurrently under this same group.

From the cor. of secs. 17, 18, 19 and 20.
M. 3°527 E., bet. secs. 17 and 18.

Over rotling land.

Dirt road, bears NE. and SW.

Fence, bears NE. and SW.

teft bank of the Rio Puerco, course SW.

Right bank of the Rio Puerco, course SW,

Form 9600-10a (November 1987) USDI-BLM
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Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS
41.16 The 1/4 sec. cor. of secs. 17 and 18, monumented with a
sandstone, 12 x 2 x 5 ins., firmly set 11 ins. in the ground,
partially mkd. with 1/ on the W. face. This position is accepted
a5 the best available evidence of the original corner.
At the cor. point
Set a stainless steel post, 28 1ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.
T20N R2TE
i/4
518 ] 817
1993
Deposit a magnet in a white plastic case beneath the stainless
steel post.
Buiry the sandstone alongside the stainless steel post.
Set a steel fence posi alongside the cor.
N. 3°42" E., beginning new measurement.
Qver rolling land.
21.44 Point for the N. 1/16 sec. cor. of secs. 17 and 18.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.
T20N RZ27E
M1/16
518 | |17
1293
Deposit a magnet in a white plastic case beneath the stainless
steel post.
Set a steel fence post alongside the cor.
36.89 Point for a wiitness point on 1ine bei. secs. 17 and 18, at
intersection with the southeasterly right-of-way of the Atchison
Topeka and Santa Fe Raitway Co.
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

Form 9609-10a (November 1987) USDI-BLM FIELD MOTE PAPER
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Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS

WP

T20N R27E

s18 | s17
1993

Deposit z magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.
40,64 Fence line, bears MNE. and SW.

42.58 Paoint for a withness point on line bet. secs. 17 and 18, at
intersection with the northwesterly right-of-way of the Atchison
Toneka and Santa Fe Railway Co.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

WP

T20N R27E

S18 | S17
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.

42.88 The cor. of secs. 7, 8, 17 and 18, monumented with a sandstone,
16 x 6 x 5 ins., Firmly set 4 ins. 1in the ground, partially mkd.
with 4 notches on the E. Tace and 4 notches on the 8. face. This
position is accepted as the best available evidence of the
original corner.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. 1n the ground, with brass cap mkd.

T20N RZVE

87 I g8

sis | 817
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Bury the sandstone alongside the stainiess steel post.

Form 36(0-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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BOOK 5513

Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAIMNS

Sel a steel fence post alongside the cor.

From the cor. of secs. 8, 2, 16 and 17.
N. 88°327 W., bet. secs. 8 and 17.

Over rolling Tand.

3.40 Left bank of the Rio Puerco, course SSW.
14,00 Right bank of the Rio Puerco, course SSW.

39,37 Point for the 1/4 sec, cor. of secs. 8 and 17, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20W R27E
3 B
1/4 ——
317

1993

Deposit a magnet in a white plastic case heneath the stainless
steel post.

70.34 Point for a witness point on 1ine bet. secs. 8 and 17, at
intersection with the southeasterly right-of-way of the Atchison
Topeka and Santa Fe Railway Co.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

WP
TZON R2Z7E
58

Si7
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a stee]l fence post alongside the cor.

78.75 The cor. of secs, 7, 8, 17 and 18.

S. 88°57' W., het. secs. 7 and 18.

Form %600-10a (November 1987) USDH-BLM FIELD NOTE PAPER
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Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS
Over rolling land.
1.30 Draw, course SW.
42.04 Point for the 1/4 sec. cor. of secs. 7 and 18, at proportionate
~dist.; there is no remaining evidence of the original cor.
Sat a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.
T20N R27E
8 7
1/4 —
518
1993
Beposit a magnet in a white plastic case beneath the
stainless steel post.
Set a steel fence post alongside the cor.

77.45 Point for a witness point on line het. secs. 7 and 18, at
intersection with the southeasterly right-of-way of U. E.
Interstate 40.

Set a stainless steel post, 28 ins. Jong, 2 1/2 ins. diam., 24
ing. in the ground, with brass cap mkd.

WP

T20M R27E

s 7

S18

1993
Deposit a magnet in a white plastic case beneath the
stainless steel post.
Set a steel fence post alongside the cor.
Cor. is located in southeasterly highway right-of-way fence,
bears NE. and SY.

82.40 The cor. of secs. 7, 12, 13 and 18, on the W. hdy. of the Tp.,
monumented with a railroad spike, firmly set flush with pavement
in the E. bound lane of U. 8. Interstate 40, as described and
witnessed in the field note record of the dependent resurvey of a
portion of the E. bdy., T. 20 N., R. 26 E., executed concurrently
under this same group.

Form 9608-10a {November 1987) USDI-BLM FIELD NOTE PAPER
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Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R, 27 E., Gila and Sa1t River Meridian, Arizona

CHAINS

40.08

58,68

61.10

£5.00

G5.60

From the cor. of secs. 7, 8, 17 and 18.

N. 0°157 W., het. secs. 7 anhd 8.
Over rolling tand.

Point for the 1/4 sec. cor. of secs. 7 and 8, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
174
57 i S8
1993

Denosit a magnet in a white plastic case beneath the stainiess
steel post.

Set a steel fence post alongside the cor.

Point for a witness point on Tine bet. secs. 7 and 8, at
intersection with the southeasterly right-of-way of U. S.
Interstate 40.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

WP
T20N R27E
87|58

1883

Denosit a magnet in a white plastic case beneath the stainlecss
steel post.

Set a steel fence post alongside the cor.

Cor. is located in the southeasterly highway right-of-way fence,
bears NE. and VW,

Center of £, bound lane of U. 8. Interstate 40, bears SW.
Center of W. bound lane of U. S. Interstate 40, bears NE.
Point for a witness point on line bet. secs. 7 and 8, at

intersection with the northwesterly right-of-way of U. 5.
Interstate 40.

Form 9660-10a {November 1987) USDI-BLM FIELD MNOQTE PAPER
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58 §ODK 5

Dependent Resurvey of the Subdivisional Lines,
T, 20 N., R. 27 E., Gila and 8alt River Meridian, Arizona

CHAINS

80.16

Set a stainless steel post, 28 fns. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

WP

T20N R27E

s7]s8
1993

Deposit & magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.

Cor. 1s located in the northwesteirly highway right-of-way fence,
bears NE. and SW.

From this cor. point, a highway right-of-way marker, monumented
with a 3 fn. angle iron, firmly set, projecting 20 ins. above
ground, plainly mkd. HWRW on a side, bears S. 51°39" W., 2.80
chs. dist.

The cor. of secs. B, 6, 7 and 8, monumented with a sandstone,
16 x 5 x 2 ins., Firmly set 4 ins. in the ground, plainly mkd.
with 5 grooves on the E. Tace and 5 grooves on the S. face. This

position is accepted as the best available evidence of the
original corner.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. 1in the ground, with birass cap mkd.

TRON R27E
56 |S5

8§77 158
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Bury the sandsione alongside the stainless steel post.
Set a steel fence post alongside the cor.

Cor. is located in fence ‘intersection, hears E., 8. and W.

From the cor. of secs. 4, 5, 8 and 9.

S. 89°50F W., het. secs. 5 and 8.

Form 2600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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BOOK 5513

Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS

Over roiling land.
17.50 Right bank of the Rio Puerco, course SW.
21.70 Left Bank of the Rio Puerco, course S¥Y.

39.95 The 1/4 sec. cor. of secs. B and 8, monumented with a sandstone,
15 x 8 x 6 ins., firmly set 7 in. in the ground, plainly mkd. 1/4
on the W, face. This position is accepted as the best available
evidence 9f the original corner.

At the cor. point

Set a stainless steel post, 28 ins. Tong, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mikd.

T20N R27E
S5
1/4 —
S 8
1993

Deposit a magnet in a white plastic case beneath the stainless
stee] post.

Bury the sandstone alongside the stainless steel post.

Set a steel fence post alongside the cor.

N, 897587 W., beginning hew measurament.
Qver rolling land.

13.30 Southeasterly right-of-way fence of U. 5. Interstate Highway 40,
bears NE. and SW.

18.20 Median of U. S. Interstate Highway 40, bears NE. and SW,
21.682 Point for a witness point on line bet. secs. 5 and 8, at
intersection with the northwesterly right-of-way of U. S.

Interstate Highway 40.

Set a2 stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

Form 9600-1a (November [587) USDI-BLM FIELD NOTE PAPER
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N

Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Sali River Meridian, Arizona

CHAINS
WP
TZON R27E
S5
s 8B
1993
Deposit a magnet in a white plastic case beneath the stainless
steel post.
Set a steel Tence post alongside the cor.
Cor. 1s located in the northwesterly highway right-of-way fence,
bears NE. and SW.
From this cor. point, a highway right-of-way marker, monumented
with a hrass cap, 3 ins. diam., incased in concrete, projecting
3 ins. above the ground, mkd. ARIZONA HIGHWAY DEPT, RP 102
1154+00 1976, bears N 51i°39" E., 7.05 chs. dist.
25.31 Point for AP 5 of a metes-and-bounds survey in sec. 5,
hereinafter descrihed.
40.08 The cor. of secs. 5, 6, 7 and 8.
S. 89°32" W,, bet. secs. 6 and 7.
Over relling land.
42.42 The 1/4 sec. cor. of secs. 6 and 7, monumented by Lacy Camp

Greer, Arizona Registered Land Surveyor No. 5704, mohumented
with an iron post, 1/2 in. diam., 22 ins. long, firmly set 17
ins. in the ground with brass cap mkd. RLS 5704 T20N R27E 1/4 S6
87 1971. This position is accepted as the best availahie
evidence of the original corner.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ing., in the ground, with brass cap mkd.

T20N R2Z7E
826
1/4 —
87

1923

Deposit iron post inside the stainless sieel post.

Form 2600-10a (Novermber 1987) USDI-BLM FIELD NOTE PAPER
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Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.

Cor, is located in fence, hears E. and ¥.

8. 89°32' W., beginning new measurement.

Over rolling land.

38,87 The cor. of secs. 1, 6, 7 and 12, on the W. hdy. of the Tp.,
hereinbefore described.

From the cor. of secs. B, 6, 7 and 8.
N. 0°07" E., bet. secs. 5 and &.
Over rolling land.

39.60 Draw, drains W.

39.95 Point for the 1/4 sec. cor, of secs. 5 and 6, at proportionate
dist.: there is no remaining svidence of the original cor.

Set a stainless steel post, 28 ins. Tong, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N RZ7E
1/4

S 6 % S5
1283

Peposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.

80.81 Intersect the Fifth Stan. Parallel North, point for the closing
cor. of secs. 5 and 6.

Set a stainless steel post, 28 ins, long, 2 1/2 ins. diam., 24
ins, itn the ground, with brass cap mkd. ' '

Form 9&30-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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BOOK 5513

Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Sait River Meridian, Arizona

CHAINS

TZ1IN R27E
832

S6 | 85
cC
T20N R27E
1933

Deposii a magnet in a white plastic case beneath the stainless
steel post.

Set a steel Tence post alongside the cor.

From this cor. point the original closing cor., hears

N. 0°07" E., 0.98 ch, dist., monumented with a sandstone, 28 x 13
¥ 9 ins., firmly set 19 1in. in the ground, mkd. with 6 grooves on
the £, face, 1 groove on the ¥W. face and CC on the N. face

Add the marks AM to the sandstone and bury 6 1irs. helow ground 1in
place.

From this same cor. point, the stan. 1/4 sec. cor. of sec. 32,
T. 21 N., R. 27 E., bears 5. 87°32' E., 18.02 chs. dist.,
moriumentad with a stainless steel post, 2 1/2 ins. diam., Tirmly
set, projecting 4 ins. ahove ground, with brass cap mkd. 3C TZ1N
R27E 1/4 832 1981,

from which the hearing trees mkd. in 1288-94

A juniper, 6 ins., diam., bears N. 6° E_,
172 1ks. dist., mkd. X BT.

A juniper, 13 ins. diam., hears N. 75 1/2° W.,
190 1ks. dist., mkd. 1/4 832 SC BT,

Point for the 1/4 sec. cor. of s=zc. 5 only, T. 20 N., R. 27 E.,
is at midpoint on the N. bdy. nof sec. 5.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

TZ2IN R27E
833

1/4 8 5
R27E R28E
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Form 9600-1a (November [587) USBI-BLM FIELD NOTE PAPER
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Dependent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS

Setl a steel fence post alongside the cor,

From this cor. point, the stan. cor. of secs. 32 and 33,

T. 21 N., R. 27 E., bears N. 87°08" E., 17.97 chs. dist.,
monumented with a stainless steel post, 2 1/2 ins. diam., Firmiy
set, projecting 4 ins. above ground, with brass cap mkd. SC T21iN
RZ7E 832 $33 1988, with a steel fence post alongside the cor.

Cor, 1is located in a corner of fences, extending N. and E.

Point for the E 1/16 sec. cor. of sec. 5 only, T. 20 H.,
R, 27 E., is at midpoint het. the closing cor. of secs. 4 and 5
and the 1/4 sec. cor. of sec. 3 only, on the N. bhdy. of sec. 5.

Set a stainless steel post. 28 ins. long, 2 1/2 ins. diam., 24
iris. 1h the ground, with brass cap mkd.

T2IN RZTE
E1/16 85

T20N R27E
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.
From this cor. point, the stan. cor. of secs. 32 and 33,

T. 21 M., R. 27 E., bears S. 89°41" W., 1.98 chs. dist.,
hereinhefore described.

Point for the 1/4 sec. cor., of sec. &5 only, at proportionate
dist. on the N. bdy. of sec. 6.

Set a stainless sieel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

TZ2lN RZ7E
1/4 836
TZON RZTE
1993

Depasit a magnet in a white plastic case beneath the stainless
steal post.

Sat a steel fence post alongside the cor.

Form 9600-10a (November 1987) USDi-BLM FIELD NOTE PAPER
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S

Depandent Resurvey of the Subdivisional Lines,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS

From this cor. point, the stan. cor. of secs. 31 and 32,

T. 21 d. R. 27 E., hears N. 88°40* E., 19.84 chs. dist.,
monumented with a stainless stesl post, 2 1/2 ins. diam., firmly
set, projecting 4 ins. above ground, with brass cap mkd. SC T21N
R27E S31 $32 1988.

from which the bearing tree mkd. in 1888-9%94

A Juniper, 9 ins. diam., bears N. 18° E., 273 Tks. dist,,
mked, TZIN R27E 532 SC BT.

Suhdivision of Section §,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

From the 1/4 sec, cor, of secs. 5 and 8.
N, 0°027" W., on the N. and 5. center line of sec. 5.
Over rolling land.

40.12 Point for the center 1/4 sec. cor. of sec. 5§, at intersection
with the E. and W. center line of sec. 3.

Set a stainless steal post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
C1/4 8 &
1993

Deposit a magnet in a white plastic case beneath the sitainless
steel post.

Set a steel fence pest alongside the cor,
44.83 Intersect line 2-3, of the metes-and-bounds survey in sec. 5.

81.15 The 1/4 sec. cor. of sec. 5 anly, on the N. hdy. of the Tp.

From the 1/4 sec. cor. of secs. 4 and 5.
S. 89°47f W,, on the E. and W. center line of sec. 5.
Over rolling land.

12.95 Point for the center E 1/16 sec. cor. of sec. 5.

Fur 9600-10a (November [987) USDI-BLM FIELD MOTE PAPER
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BOOK 5513

Subdivision of Section 5,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS

Set a stainiess steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T2ON R27E
E1/16

C c

55
1993

Denosit a magnet in a2 white plastic case beneath the stainless
steel post.

Set a steel fence post alongside the cor.

s

39.90 The center 1/4 sec. cor. of sec. 5.
45,131 Intersect line 3-4, of the metes-and-bounds survey 1in sec. 5.

79.87 The 1/4 sec. cor. of secs. 5 and 6.

ME 1/4 of section &

From the center £ 1/16 sec. cor. of sec. 5.

N. 004" wW., on the N. and 3. center line of the NE 1/4 of sec.
5.

Qver rolling land.

4.68 Point for AP 2 on the metes-and-bounds survay 1in sec. 5,
hereinafier desecribed.

24.50 Point for a witness point on the N. and 8. center line of the
ME 1/4 of sec. 5.

Set a stainless steel post, 28 ins. tong, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

ue
T20N R27E

g5

Tl [T]

1593

Deposit & magnet in a white plastic case beneath the stainless
steal post.

Set a stee]l fence post alongside the cor.

Form 9609-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Subdivision of Section 5,

T. 20 M., R, 27 E., Gitla and Sa&l1t River Meridian, Arizona

CTHAINS

41.86

40.61

B1.1i5

Cor. 15 located 1in Tence, hears N, and S,

The £ 1/16 sec. cor. of sec. 5 only, on the N, bdy. of the Tp.

Subdivision of Section 8,
T. 20 M., R, 27 E., Gila and Salt River Meridian, Arizona

From the 1/4 sec. cor. of secs. 8 and 17.
M. 0°167 E., on the N, and 8. center line of sec. 8.
Over rolling land.

Point for the center 1/4 sec. cor. of sec. 8, at intersection
with the E, and W. center line of sec. 8.

Set a stainless steel post, 28 ins. Tlong, 2 1/2 ins. diam., 6
ins. below the ground, with brass cap mkd,

T20N R27E
c1/4 S 8
1993

from which

A stainless steel post, 28 ins. long, 2 1/2 1ins. diam.,
25 ins. in the ground, for a reference monument, hears
N. 81°09f E., 28.2 ft. dist., with brass cap mkd. RM T20N
R27E C 1/4 S8 2B.2 FT TO COR 1993, and an arrow pointing
to the cor. Deposit a magnet ina 1 x 1 x 2 5/8 1ins.
whiite plastic case beneath the stainless steel post. BSet
a steal fence post alongside the cor.

A stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
24 ins. in the ground, for a reference monumeni, bears
S, B1°347 W., 32.5 Ft. dist., with brass cap mkd. RM T20NM
R27E C 1/4 88 32.5 FT TO COR 1993, and an arrow pointing
to the cor. Deposit a magrnet ina l x 1 x 2 5/8 1ins.
white plastic case beneath the stainless steel post. Set
a steel fence post alongside the cor.

Deposit a magnet in a white pliastic case bheneath the stainless
steel post.

Cor. is located in diri road, bears N. and S,

The 1/4 sec. cor. of secs. B and 8.

Form #600-10a (Movember 1987) USDI-BLM
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67 BOOK 5

Subdivision of Section 8
T. 20 N., R. 27 E., Gila and 8alt River Meridian, Arizona

CHAINS

39.66

¥9.38

20.40

40.80

From the 1/4 sec. cor. of secs. & and 9,

N. 32°197 W., on the E. and W. cenier line of sec, B,
Over rolling land.

The center 1/4 sec. cor. of sec, 8,

The 1/4 sec, cor. of secs. 7 and 8.

Subdivision of Section 18,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

From the 1/4 sec, cor. of secs. 18 and 19.

N. 2°13F E., on the N. and S. center Tine of sec. 18.
Over rolling land.

Point for the center $ 1/16 sec. cor. of ssc. 18,

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N RZTE

r
L

s 1/16| 5 18
C
1993

Peposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel Tence post alongside the cor.

Point for the center 1/4 sec. cor. of sec. 18, at intersection
with the E. and W, center line of sec. 18.

Set a stainless steel post, 28 ins. Tong, 2 1/2 ins. diam., 24
ins. in the ground, with hrass cap mkd.

T20N R27E

Cl/4 si8
1993

Deposit a magnet in a white plastic case heneath the stainless
stee’l post.

Set a stieel Tence post alongside the cor,

-

b

Form 9600-10a (November 1987) USDI-BLM
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68 800K 55153

Subdivision of Section 18,
T. 20 N., R. 27 E.. Gila and Sa1t River Meridian, Arizona

CHAINS

48.72

52.52

61.63

82.45

Point for a witness point, on the N, and $. center Tine of sec.
18, at intersection with the southeasterly right-of-way of the
Atchison Topeka and Santa Fe Railway Co.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

WP
T2ON R27E
c

| si8
c
1593

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongsicde the cor.

Cor. is located 1n southeasterly railroad right-of-way fence.
Point for a witness point, on the M. and S. center 1ine of sec,
18, at intersection with the norihwesterly right-of-way of the
Atchison Topeka and Santa Fe Railway Co.

Point is occupied with 2 railroad tie fehce post, 8 X 8§ ins.,
firmly set, projecting 52 ins. sbove ground, set a 80d nail on
top of nost.

Cor. is in fence Tine hears NE. and 3W.

Point for the center N 1/16 sec. cor. of sec. 18.

Set a stainless steel post, 28 ins. long, 2 1/2 1ins. diam., 24
ins. in the ground, with brass cap mkd.

T20M R2TE
C

M lfiﬁl 813
¢
1993

Deposit a magnet in a white plastic case heneath the stainless
steel post.

Set a steel fence post alongside the cor,

The 1/4 sec. cor, of secs. 7 and 18,

From the 1/4 sec. cor. of secs. 17 and 18.

Form 9600-10a {November 1987) USDI-BLM
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BOOK 5513

Subdivision of Section 18,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS

N, 89°25" W., on the E. and W. center line of sec. 18.

Qver rolling land.
40,87 The center 1/4 sec. cor. of sec. 18.

52.3 Point for a witness point on the £. and W. center line of sec.
18, at intersection with the southeasterly right-of-way of the
Atchison Topeka and Sanita Fe Railway Co.

Point is occupied with a raiircad ratl, firmly set projecting 10
ins. above the ground, with a steel fence post alongside, mkd,
the top of rail.

BiM

wp
T20M R2TE
C—¢C

sS1lg8

1953

Cor. 1is Tocated in the southeasterly railroad right-of-way fence,

57.8%1 Baint for a witness point, on the E. and ¥W. center Tine of sec.
18, at intersection with the northwesterly right-of-way of the
Atchison Topeka and Santa Fe Raiiway Co,

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

wp
T2O0N R2TE
- s18

C
1993

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongsicde the cor,
Cor. is located in the porthwesterly railroad right-of-way Tence,
&61.30 Point for the center W 1/16 sec. cor. of ssc. 18,

Set a stainless steel post. 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

Form 9600-10a (November 1987y USDI-BLM FIELD NOTE PAPER



70 BOOK 5513

Subetivision of Section 18,
T. 20 N., R. 27 E., Gila and Szt River Meridian, Arizonra

CHAINS

79.99

22.35

78.01

T20N R27E
W 1/16
cC—— ¢

s18

1993

Depostit a magnet in a white plastic case bheneath the stainless
steel post.

Set a steel fence post alongside the cor.

The 1/4 see. cor. of secs. 13 and 18, on the ¥W. bdy. of the Tp.,
monumented with a stainless steel post, 2 1/2 ins. diam., firmly
set, projecting 4 ins. above ground, with brass cap mkd. T20M
R26E R27E 1/4 €13 S18 1988, as described in the field note record
of the dependent resurvey of a portion of the E. bdy., T. 20 M.,
R. 26 E., executed concurrently under this same group.

ME 1/4 of Section 18

From the M. 1/16 sec. cor. of secs, 17 and 1i8.

S, 897457 Y., on the E. and W. center line of the NE 1/4 of sec.
i8.

Over roelling land.

Paoint for a witness point, on the E. and W. center line of the
NE 1/4 of sec, 18, at intersection with the southeasterly right-
of-way of the Atchison Topeka and Santa Fe Railway Co.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. 1in the ground, with hrass cap mkd.

We
T20N R27E
H N

318
1233

Depssit a magnet in a white nlastic case beneath the stainless
steel post,

Set a steel fance post alongside the cor.

Fence Yine, hears NE. and SW.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER



o BOOK 5513

Subdivision of Sectionm 18,
T. 20 M., R. 27 E., Gila and Salt River Meridian, Arizona

CHATNS
30,865 Point for a witness point, on the E. and ¥W. center line of the
NE 1/2 of see. 18, at intersection with the northwesterly right-
of-way of the Atchison Topekz and Santa Fe Railway Co.
Sel a stainiess steel post, 28 ins. long, 2 1/2 dns. diam., 24
ins. in the ground, with brass cap mkd.
We
T20N R27E
N N
518
1993
Deposit a2 magnet in a white plastic case bheneath the stainless
steel post.
Set a steel fence post alongside the cor,
41.45 The center N 1/16 sec. cor. of sec. 18.
SW 1/4 of Section 18
From the W, 1/15 sec. cor. of secs. 18 and 19.
N, 1°237 E., on the N. and S. center line of the NW. 1/4 of sec.
18.
Over rolling land.
20.32 Point for the SW 1/16 sec. cor. of sec. 18, at intersection with
the E. and Y. center ltine of the SY 1/4 of sec. 18,
Set a stainless sieel post, 28 ins. long, 2 1/2 4ins. diam., 24
ins. in the ground, with brass cap mkd.
T20M R2Z7E
SW 1/16 518
1983
Repoasit a maghet in & white plastic case henesath the stainless
steel post,
Set a steel fence post alongside the cor.
34.53 Point for a witness point, on the N. and 8. center line of the
SW 1/4 of sec. 18, at intersection with the southeasterly right-
of-way of the Atchiszon Topeka and Santa Fe Railway Co.

Farm 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER



& ROOK 5513

Subdivision of Section 18,
T. 20 N,., R. 27 E., Gila and 8alt River Meridian, Arizona

CHAINS

Set a2 stainless steel post, 28 1ns. long, 2 1/2 1ins. diam., 24
ins. in the ground, with hrass cap mkd.

wp
TZON R2TE
W
| 818
W
1993
Set a steel Tence post alongside the cor.
Cor. is locatsd in the southeasterly railroad right-of-way fence.

38.20 Fence 1ine on the northwesterly railroad right-of-way.

40.64 The center W 1/16 sec. cor. of sec, 18.

From the center § 1/16 sec. cor. of sec. 1B.

N. 82°13f W., on the £. and W. center line of the SW 1/4 of sec.
18,

Over rolling land.
20.13 i The 8W 1/16 sec. cor. of sec. 18.

38.51 The S 1/16 sec. cor. of secs. 13 and 18, on the W. hdy. of the
Tn., monumented with a stainless steel post, 2 1/2 ins. diam.,
Firmly set, projecting 4 ins. abhove ground, with brass cap mkd.
T20M RZ6E R2TE S1/16 513 518 1988, as described in the field note
record of the dependent resurvey of a portion of the E. hdy.,

T. 20 N,, B. 26 E., executed concurrently under this same group,

Metes—and-Bounds Surveys in Section 3,
T. 20 N., B. 27 E., G17a and Salt River Meridian, Arizona

From the withess point on 1ine h2t. secs. 3 and 4, at
intersection with the southeasterly right-of-way of the Aitchison
Topeka and Santa Fe Railway Co., hereinbefore described.

M. 44°42° E., along the southeasterly vrailway right-of-way of the
Atchison Topeka and Santa Fe Railway Co.

Over rolling land.

Form 9600-102 (November 1387) USDI-BEM FIEL.D HNOTE PAPER



73 BOOK 5513

Metes-and-Bounds Survays in Section 3,
T. 20 N., R. 27 E., Gila and Sali River Meridian, Arizona

CHAINS

45, 34 The witness point on the S. hdy. of sec. 34, T. 21 M., R. 27 E.,

monumented with a stainless steel post, 2 1/2 ins., diam., Firmly
set, projecting &6 1ins. above ground, with brass cap mkd, WP TZIN
R27E S34 1983, with a steel fence post alongside ihe cor.

From this cor. point, the stan. 1/4 sec. cor. of sec. 34,
T. 21 N., R. 27 £., bears 8. 88°32° W., 10.05 chs. dist.,
hereinbefore described.

From the witness point on line bet. secs. 3 and ¢, at
intersection with the northwesterly right-of-way of the Atchison
Topeka and Santa Fe Railway Co., hereinbefore described.

N. 43°30F E., along the northwesterly railway right-of-way of the
Atchison Topeka and Santa Fe Railway Co.

Over volling land.

22.21 The witness point on the 5. hdy. of sec. 34, T. 21 N., R. 27 E.,
monumented with a stainless steel post, 2 1/2 ins. diam., Firmly
set, projecting 6 ins. above ground, with brass cap mkd. WP T21N
R2Z7E 534 1988, with a steel fence post alongside the cor.

From this cor. point, the stan. 1/4 sec, cor, of sec. 34,
T. 21 N., BR. 27 E., bears N, 857327 E., 2.85 chs. dist.,
hereinbefore described,

Hetes-and-Bounds Suirvey 1n S8ection 5,
T, 20 N., B, 27 E., Gila and Salt River Haridian, Arizona

From APi1, identical to the £. 1/16 sec. cor. of sec. 5 only, on
the N. bdy. of the Tp., hereinbefore described.

§., 0°04’ E., on line 1-2, fdentieal to tha N. and 8. center line
| of the MNE 1/4 of sec. 5.
Over rolling Tand, along Tence line.

17.38 The witness point on the N. and 8. centerline of the NE 1/4 of
sec. 5, hereinbhefore described.

37.18 Point for AP 2, on the N. and S. centerline of ihe NE 1/4 of sec.
5

Set a stminless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

Form 96600-10a (November 1987} USDE-BLM FIELD NOTE PAFER



74 BOOK

rid-Bolunds Survey in Section &,

Metes—
7 E., Gila and Saltl River Meridian, Arizona

m

CHAINS

19.83

20.00

E
APZ | T20M R27E

————1 Sh
E
1983

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence post alongside ithe cor.

Cor. is leccated in corner of fences, extending N., 8. and W.

S. 89°52F W., on line 2-3.
Over volling land, ajong fence line.
Intersect the N. and 5. center line of sec., 5.

From this point, the center 1/4 sec. cor. of sec. 5, bears
5, 0°02F E., 4.71 chs. gist., herginbhefore described.

Point for AP 3.

Set a stainless steel post, 28 ins. long., 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mKa.

TZON R2TE

85
APR3

A 19593

Deposit a magnet in a white plastic case beneath ihe stainless
steel post.

Set a steel fance post zlongside the cor.

Cor. is located in corner of fences, extending E. and SW.

&, 48°27" W., on 1ine 3-4 of the metes-and-bpounds sirvey.
Qver rolling land, along fence line.

Intersect the E. and ¥W. center i1ine of sec. b.

Form 9500-10a {(November 1987) USDE-BLM
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75 BOOK

Metes-and-Bounds Survey 1in Section 5,
T. 20 N., R. 27 E., Gila and Salt River Mearidian, Arizona

5513

THATNS

42.75

i7.81

From this point, the center 1/4 szc. cor. of sec. 5, bears
N. 88°47F E., 5.41 chs. dist., hereinbefore described.

Point for AP 4.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

T20N R27E
55
AP4

1993

.-

Deposit a magnet in a white plastic case peneath the stainless
steed post.

Set a stee] fence post alongside the cor.

Cor. is located in corner of Tences, extending NE. and SSW.

8. 22°22" E., on line 4-5.
Over rolling land, aleng fence Tine,
Point for AP 5 or the line bet. sec., 5 and 8.

Set 3 stainiess steel post, 28 1ins. Tong, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap wmkd,

T20N RZ7E
85
APS

55
1963

Deposit a magnet in a white plastic case beneath the stainless
steal post.

Set a steel fence post alongside the cor.

Cor. 1is located in corner of fences, extending SSE., Y. and NNW.

Metes-and-Bounds Surveys in Secition 7,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

From the point for AP 1.

Form 9600-10a {November 1987) USDI-BLM
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76 BOOK 55153

Metes~and-Bounds Surveys in Section 7,
T. 20 N., R. 27 E., Gila ana Salt River HMeridian, Arizona

CHAING
Set a stainless steel post, 28 ins. long, 2 1/2 1ins. diam., 24
ins. in the grouna, with brass cap mkd.
Kpl\
T20N R27E
87
1993
Daposit a maghat in a white plastic case beneath the stainlass
steel post.
Set a steel fence post alongside the cor.
From this cor. point, the cor. of secs. 5, 6, 7 and 8, bears
N, 27°267 E., 18.75 chs. dist., hereinbefore described.
&, 51°38" W., on Yine 1-2,
Over rolling land.
2.50 Draw, 90 ¥i., wide, drains 8.
5.30 Point for AP 2.
Set a stainless steel post, 28 +ins. tong, 2 1/2 ins., diam., 24
ins. in the ground, with brass cap mkd.
Ap2
T208 RZTE
87
1683
Deposit a magnet in a white plastic case beneath the stainless
steel post.
Set a steel fence post alongside the cor.
5. 38°22fF E., on line 2-3.
Over rolling land.
3.79 Point for AP 3.
S8et a stainless steel nost, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkda.

Form 9609-10a {November 1987y USDI-BLM FIELD NOTE PAPER
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Metes—-and-Bounds Surveyvs in Section 7,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS
TZON R2TE
37
ARZ
1993
Deposit a maanet in a white plastic case beneath the stainlass
steel post.
Set a steel fence post alongside the cor.
Cor. is Tocated in the northwesterly highway right-of-way fence,
pears SW. and NE.
From this cor. point, a highway right-of-way marker, monumented
with a 3 in. angle iron, Firmly sei, projecting 14 ins. above the
ground, mkd. HWY RYW, bears $. 51°387 W., 66.84 chs, dist.
N. 51°387 E., on Yine 3-4,
Over rolling Tand, along northwesterly highway right-of-way
fence.
1.00 Braw, 50 ft. wide, drains S.
5.30 Point for AP 4.

Set a stainless stee] post, 28 ins. Jong, 2 1/2 ins. dtam., 24
ins. in the ground, with brass cap mkd.

Te2OM R27E
87
AP4

1933

Deposit a magnet in a white plastic case beneath the stainless
steel post. :

Set a steel fence post alengside the cor,

Cor. is located in the northwesterly highway right-of-way fence,
bears SW. and NE.

From this cor. point, a highway right-of-way marker, monumenied
with a brass cap, 3 ins. diam., incased in concrete, projecting
12 ins. above the ground, mkd. ARIZONA HIGHWAY DEPT. RP 102 W8
11294+54,98 1978, bears N. 51°38" [., 1.59 chs. uaist.

Form 2600-10a (November 1987) USDI-BLM - : FIELD NOTE PAPER
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Metes-and-Bounds Surveys in Section 7,
T. 20 N., R, 27 E., Gila and 8alt River Meridian, Arizona

CHAINS

3.78

19,81

45.91

93.43

M. 38°22° W., on Tine 4-1 of the metes-and-bounds survey.
Over rolling land.

AP 1.

From the witness point on line Pet. secs. 7 and 18, at
intersaction with the southeasteriy right-of-way of U, S.
Interstate Highway 40, hereinbefore described.

1°377 E., along the southeasterly highway right-of-way of
Tnterstate Highway 40.

Over rolling land, along the southeasterly highway right-of-way
fence,

A highway right-of-way marker, monumented with a brass cap, 3
ins. diam., incased in concrets, projecting 4 ins. above the
around, mkd. ARTZONA HIGHWAY DEPT. P.0O.T. RP 96 EB 1080+00 1976.

A highway right-of-way marker, monumented with a brass cap, 3
ins. diam., incased in concrete, projecting § ins. above the
ground, mkd. ARIZONA HIGHWAY DEPT. P.O.T. RP G6 1099+86.87 1974,

The witness point on the 1ine bet. secs. 7 and 8, at intersestion
with the southeasterly righi-of-way of U. 8. Interstate Highway
40, hereinbefore describad.

fetes—-and-Bounds Survey in Section 8,
T, 20 N., R. 27 E., Gila and Salt River Meridian, Arizona.

From the witness point on line bet. secs. 7 and B, at
intersection with the northwesterly right-of-way of U. 5.
Interstate Highway 40, hereinbefore described,

N, 51°39' E., along the northwesterly highway right-of-way of
U. 8. Interstate Highway 40.

Over rolling land. along northwesterly highway right-of-way
fence,

=]

Form 9400-102 {November 1987) USDI-BEM

FIELD NOTE PAPER



79 BOOK 5513

Metes-and-Bounds Survey in Section 8,
T. 20 N., R. 27 €., Gila and Salt River Meridian, Arizona

CHAINS

23,45 The witness point on the line bet., secs. 5 and 8, at intersaction
with the northwesterly righi-of-wvay of U. 8. Interstate Highway
43, hereinbefore described.

Metes-and-Bounds Surveys in Section 9,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona.

From the witness point on line bet. secs. 8 and 9, at
intersection with the southeasterly right-of-way of the Atchison
Topeka and Santa Fe Railway Co., hereinbhafore described.

N. 44°47" E., along the southeasteriy right-of-way of the
Atchison Topeka snd Santa Fe Railway Co.

Over rolling land.
35.70 The witness point on the line bet. secs. 4 and 9, at intersection

with southeasterly right~of-way of the Aichison Topeka and Santa
Fe Railway Co., hereinbefore described,

From the witness point on line bet. secs. 8 and 9, at
intersection with the northwesterly right-of-way of the Atchison
Topeka and Santa Fe Railway Co. hereinbefore described.

N. 44°42* E., along the northwesterly right-of-way of the
Atehison Topeka and Santa Fe Railway Co.

Over rolling land.
15.00 The witness point on the line bet. secs. 4 and 9, ai intersection

with northwesterly right-of-way of the Atchison Topeka and Santa
Fe Railway Co., hereinbefore described.

Metes-and-Bounds Survey 1in Section 17,
T. 20 N., R. 27 £E., Gila and Salt River Mepidian, Arizona.

From the witness point on tine bet. secs, 17 and 18, at
intersection with the southeasierly right-of-way of the Atchison
Topeka and Santa Fe Railway Co. hereinbefore described.

M. 56°45" E., along the southeasterly right-of-way of the
Aichison Topeka and Samta Fe Railway Co.

Over rolling land.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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tietes-and-Bounds Survey in Section 17,
T. 20 N., R. 27 E., Gila and Salt River Meridian, Arizona

CHAINS

10.51 The witness point on the Tine bet, secs. 8 and 17, at
intersection with the southeasterly right-of-way of the Atchison
Topeka and Santa Fe Railway Co., hereinhefore described.

Metes—and-Bounds Surveys in Section 18,
T. 20 M., R. 27 E., Gila and Salt River Meridian, Arizcona.

From the witness point on line bet. secs. 13 and 18 ot the Y.
bdy. of the Tp., at intersection with the southeasterly right-of-
way of the Atchison Topeka and Santa Fe Railway Co., monumented
with a stainless steel post, 2 1/2 ins. diam., firmly set,
projecting 4 ins. above ground, with birass cap mkd, WP T20N R26E
R27E 813 818 19688, as described in the Tield note record of the
dependent resurvey of a portion of the E. bdy., T. 20 M.,

R. 26 E., executed concurrently under this same group.

From this cor. point, the 8. 1/16 sec. cor., of secs. 13 and i8,
on the W. bdy. of the Tp., bears 5. 0°317 W., 1.57 chs, dist.,
hereinbefore described.

N. 58°307 E., along the southeasterly right-of-way of the
Atchison Topeka and Santa Fe Railway Co.

Gver rolling land.

22.44 The witness point on the N. and 8. centerline of the SY¥. 1/4 of
sac, 18, at intersection with the southeasterly right-of-way of
the Atchison Topeka and Santa Fe Railway Co., hereinbefore
described.

From the witness point on the E. and W. center line of sec. 18,
at intersection with the southsasterly right-of-way of the
Atchison Topeka and Santa Fe Railway Co., hereinbefore described.

N, 56°317 E., along the southeasterly railway right-of-way of the
Atchison Topeka and Santa Fe Railway Co.

Over ralling land.
14.15 The witness point ont the N. and 5. centerline of sec. 18, at

intersection with the southeasterly railway right-of-way of the
Atchison Topeka and Santa Fe Railway Co., hereinhefore described.

From the witness point on the E. and W. center jine of the NE 1/4
of sec. 18, at intersection with the southeasterly right-of-way
of the atchison Topeka and Santa Fe Railway Co., nereinbefore
describec.
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Metes-and Bounds Surveys 1in Section 18,
T. 20 N., R. 27 £., Gila and Bait River Meridian, Arizona

CHAINS
M., 36°23" E., along the southeasterly railway right-of-way of the
Atchison Topeka and Santa Fe Railway Co.

Over irolling land.

28.03 The witness point on the 1ine bet. secs. 17 and 18, at
intersection with the southeasterly right-of-way of the Atchison
Topeka and Santa Fe Railway Co., hereinbefore described.

From the point for a witness point on line bet. secs, 13 and 18,
on the ¥. bdy. of the Tp., at intersection with the northwesterly
righi-of-way of the Atchison Topeka and Santa Fe Railway Co.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 24
ins. in the ground, with brass cap mkd.

WP
TZON
R26E R2Z7E
813 | s18
1993

Denosit a magnet in a white plastic case beneath the stainless
steel post.

Set a steel fence posi alongside the cor.

From this cor. point, the 1/4 sec. cor. of secs. 13 and 18, an
the W. bdy. of the Tp., bears N. 0°31f E., 11.37 chs. dist.,
haereinbefore described.

From this same cor. point, a witness point on line bet. secs. 13
and 18, on the W. bdy. of Tp., bears 8, 0°31’ ¥W., 3.66 chs.
dist., monumenied with a stainless steel post 2 1/2 ins. diam.,
firmly set, projecting 3 ins. above ground, with brass cap mkd.
WP TZ20N R26E RZ7E S13 S1B 1988, as described in the field note
record of the dependent resurvey of a poriion of the E. bdy.,

T. 20 N., R. 26 E., executed corncurrently under this same group.

M. 532°157 E., along the northwesterly right-of-way of the
Atchison Topeka and Santa Fe Railway Co.

Over rolling land.

21.86 The center W 1/16 sec. cor. of sec. 1B, hereinbefore described.

From the witness point on the E. and W. center line of sec. 18,
at intersection with the norithwesterly right-of-way of the
Atchison Topeka and Santa Fe Railway Co., hereinbefore descrihed.
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Metes-and Bounds Surveys in Section 18,
T. 20 N., R. 27 E., Gila and Sait River Meridian, Arizonsa

CHAINS
N. 56°25" E., along the northwesterly right-of-way of the
Atchrison Topeka and Santas Fe Rziiway Co.

Over rolling iland.

20.87 The witness point on the N. and 8. centerline of sec. 18, at
intersection with the northvwesterly right-of-way of the Atchison
Topeka and Santa Fe Railway Co., hereinbefore described.

From the witness point on the E. and W. center line of the NE.
1/4 of sec. 18, at intersection with ihe northwesterly right-of-
way of the Atchison Topeka and Santa Fe Railway Co., hereinbhefore
described.

N. 56°28' E., aleng the northwesterly right-of-way of ths
Atchison Topeka and Zanta Fe Railway Co.

Over rolling land.
38.41 The witness point on the tine bet. secs. 17 and 18, at

intersection witn the northwesterly right-of-way of the Atchison
Topeka and Santa Fe Railway Co., hereinbefore described.

From the witness point on lina het. secs. 13 and 18 on the VW,
bdy. of the Tp., a2t intersection with the southeasterly right-of-
way of Y. 8. Interstate Highway 40, monumented with a stainless
steel post, 2 1/2 ins. diam., firmly s=t, projecting 4 ins. above
ground, with brass cap mkd. WP T2DNM R26E R27E S13 S18 1988, as
described in the field note record of the dependent resurvey of a
portion of the E. hdy., T. 20 N., B. 26 E.. executed concurrently
pnder this same group.

From this cor. point, the cor. of secs. 7, 12, 13 and 18, on the
W. bdy. of the Tp., hears N, 0°31f E., 3.85 chs. dist.,
hereinbefore described.

M. 51°40F E., along the southeasterly highway right-of-way of
U. 8., Intersiate Highway 40.

Over rolling land,
5.36 The witness point on the Tine bet. secs. 7 and 18, at

intersection with the southeasierly right-of-way of U. B.
Interstate Highway 40, hereinbefore described.
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T. 20 N., R, 27 £., Gila and 3alt River Meridian, Arizona

CHATNS

GENERAL DESCRIPTION

This survey is located approximately 6 miles southwest of the
town of Sanders, Arizona.

The terrain consists of rolling land with scattered to dense
Juniper and pifon pine forests scattered throughout the township.
The average elevation is 6,500 feetl above sea Tlevel,

Access to the area 1is by way of U. 3. Interstate 40 which
traverses the township.

Drainage 1s primarily by the Rio Puerco which drains
southwesterly through the township.

There 1z Timited cccupancy throughout this region and is wsed
primarily for grazing and wood cutting.
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CERTIFICATE OF SURVEY

I, doe R. Salazar, Cadastral Surveyor, HEREBY CERTIFY upon honor that, in pursuance
of 8pecial Imstructions bearing date of the 12th day of January 1987, and
Supplemental Special Instructions bearing date of the 29th day of February, 1888, I
have dependently resurveyed a portion of the west boundary and the subdivisional
1ines, and subdivided sections 5, 8 and 18 and executed metes-and-bounds surveys in
sections 3, 5, 7, 8, 9, 17 and 18, in Township 20 North, Range 27 East, Gila and Salt
River Meridian, in the State of Arizona, which are represented in the foregoing Tield
notes as having been executed by me and under my direction; and that said survey has
been made in strict conformity with said special instructions, the Manual of
Instructions for the Survey of the Public Lands of the United States, and in specific
mannher described in the foregoing field notes.

HAR 11 108 L B Sl

{Date) o (Cadastral Sysdeyor)

-
o
-

CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT
Arizona State Office
Phoenix, Arizona

The foregoing field notes of the dependent resurvey of a portion of the west boundary
and the subdivisional lines and the subdivision of sections 5, 8 and 18 and metes-
and-bounds surveys in sections 3, 5, 7, 8, 9, 17 and 18, in Township 20 North, Range
27 East, Gila and Salt River Meridian, Arizona, by Joe R. Salazar, Cadastral
Surveyor, having been critically examined and found correct, are hereby approved.

d‘?f//’3 /oS T

{D te) (Chief Cadastral Surveyor of Arizona)

egoing transcript of the field notes of the above-described
Gila and Salt River Meridian, Arizona, is a true copy

I CERTIFY that
surveys in T. 20 N., R.
of the original field notes.




